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Leemco, Inc.
360 S. Mount Vernon Ave.
Colton, CA  92324
Ph: (909) 422-0088 Fx: (909) 422-0086
leemco.com

JOINT RESTRAINTS 
IPS PRODUCTS - JOINT RESTRAINT SYSTEM

SIZES .................................................	 2 - 12” IPS, 4 - 24” DPS & 63 - 400MM DIN   
MATERIAL .........................................	 CLASS 350 DUCTILE IRON PER ASTM A536, GRADE 65-45-12, AWWA C153 
PRESSURE RATING ..........................	 250 PSI 
EPOXY COATING ............................	 ANSI/AWWA C116/A21.16-09, NSF 61 & CSA Z245.20-98, 10-12 MIL  
HARDWARE ......................................	 304-SERIES STAINLESS STEEL, OPTIONAL 316-SERIES STAINLESS STEEL  
INSTALLATION: ................................	 PER IPS, DPS & DIN PIPE STANDARDS

SPECIFICATION
All changes of directions and reductions shall be mechanically restrained. Additional adjacent joints shall also be restrained 
as per manufactures  recommendations. Joint Restraints shall be ductile iron and made in accordance with ASTM A536, 
Grade 65-45-12 and AWWA C153. All Restraints shall have blunt cast serrations. Machine threaded restraints shall not be 
allowed. All joint restraints shall have a FBE (fusion-bonded-epoxy) coating, 10-12 mil thickness. The epoxy coated restraints 
shall pass 90-Day immersion tests per CSA Z245.20-98. All Joint Restraints shall be manufactured by Leemco, Inc., U.S.A. 

LEEMCO HAS A LARGE VARIETY OF  
FITTINGS AND VALVE ACCESSORIES.

PLEASE VISIT OUR WEBSITE AT LEEMCO.COM

PIPE TO FITTING 
LH-Series: 2” - 12” IPS Pipe Sizes  
LHD-Series: 4” - 24” DPS Pipe Sizes  
DLH-Series: 63 - 400MM DIN Pipe Sizes

PIPE TO FITTING 
For Gate Valves 
LGK-Series: 2” - 12” IPS Pipe Sizes  
LGKD-Series: 4” - 12” DPS Pipe Sizes 
DLGK-Series: 63 - 400MM DIN Pipe Sizes

PIPE TO PIPE  
LB-Series: 2” - 12” IPS Pipe Sizes  
LBD-Series:	4” - 24” DPS Pipe Sizes  
DLB-Series:	63 - 400MM DIN Pipe Sizes

PIPE TO PIPE  
For Gate Valves 
LG-Series: 2” - 12” IPS Pipe Sizes  
LGD-Series:	4” - 12” DPS Pipe Sizes  
DLG-Series:	63 - 400MM DIN Pipe Sizes

PIPE TO PIPE  
LPP-Series: 2” - 12” IPS Pipe Sizes

PIPE TO PIPE  
For MJ Gate Valves  
LMJ-Series:	2” - 12” IPS Pipe Sizes  
LMJD-Series: 4” - 12” DPS Pipe Sizes 
DLMJ-Series: 63 - 400MM DIN Pipe Sizes

SUBMITTAL SHEET

JOINT RESTRAINT TORQUE SETTINGS: 
2” - 3” Sizes: 20 LB 
4” - 8” Sizes: 50 LB 
10” - 24” Sizes: 100 LB
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TOOLS 
IPS PRODUCTS	 	 		  	 	

•	 HOLE SAW (1-1/2” SADDLE PORT)
•	 TORQUE WRENCH (20 - 150 LB)
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TOOLS 
IPS PRODUCTS

MODEL # DESCRIPTION

HOLESAW15 1-1/2, Bi-Metal Hole Saw

MODEL # DESCRIPTION

TWRENCH Torque Wrench

20-150 LB, 1/2 Drive

HOLE SAW (1-1/2” SADDLE PORT) TORQUE WRENCH (20-150 LB)
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Leemco, Inc.
360 S. Mount Vernon Ave.
Colton, CA  92324
Ph: (909) 422-0088 Fx: (909) 422-0086
leemco.com

TOOLS 
IPS PRODUCTS

LEEMCO HAS A LARGE VARIETY OF FITTING 
AND VALVE ACCESSORIES.

PLEASE VISIT OUR WEBSITE AT LEEMCO.COM

SPECIFICATION
Leemco products with bolts and nuts require a specific torque setting. The Leemco torque wrench will be used and is 
adjustable from 20-150 LB of torque. All Leemco RSST 215- to 315-Series stainless steel saddles require a predrilled  
1.5” hole into the pipe before installation. The installer will use the Leemco hole saw to achieve this. After the hole is  
drilled out, the installer should clean all debris from the pipe and hole so the saddle can fit properly.

HOLESAW15 
1.5” Bi-Metal Hole Saw
(used for RSST 215 to 315 series saddles)

TWRENCH 
Torque Wrench 20-150 LB

SUBMITTAL SHEET
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LATERAL CONNECTION SYSTEM 
IPS PRODUCTS

•	 LV-SERIES ANGLE VALVES
•	 LV-SERIES ANGLE VALVES PARTS (COVERS, CLAMPS)
•	 LT-SERIES TEE FOR LV-VALVES
•	 LX-SERIES RISER EXTENSIONS FOR LV-VALVES
•	 LR90 SWIVEL (SPIGOT X BELL) ADAPTERS
•	 ADAPTERS (LMA-, FMA- & LFA-SERIES)
•	 LMN-SERIES ADAPTERS (SPIGOT X MPT)
•	 INLET ADAPTERS FOR LV-SERIES VALVES (LXF & LXM)  
•	 LGV-SERIES GLOBE VALVES
•	 LX3-SERIES RISER EXTENSIONS FOR LGV-VALVES
•	 L90 & L180 (SPIGOT X BELL) ADAPTERS
•	 LF90 & LF180 (SPIGOT X FPT) LAT ADAPTERS
•	 L90 & L180 (SPIGOT X MPT) LAT ADAPTERS
•	 L90 RESTRAINED LAT ADAPTERS
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LATERAL CONNECTION SYSTEM 
IPS PRODUCTS - LV-SERIES ANGLE VALVES

STANDARD PORT 
(ductile iron body, FBE coating)

LV-200 
•	 X-top
•	 9” Height
•	 2” Spigot Inlet
•	 2” Restrained IPS Outlet  
•	 3” Valve Shroud
•	 .8 PSI loss @ 50 GPM

LV-218
•	 X-top
•	 18” Height
•	 2” Spigot Inlet
•	 2” Restrained IPS Outlet 
•	 1” Tapped Side Outlet 	
•	 3” Valve Shroud
•	 1.1 PSI loss @ 50 GPM

LV-221
•	 X-top
•	 9” Height 
•	 2” IPS Restrained Inlet
•	 2” IPS Restrained Outlet  
•	 3” Valve Shroud 
•	 .8 PSI loss @ 50 GPM

LV-212 
•	 X-top
•	 12” Height
•	 2” Spigot Inlet
•	 2” Restrained IPS Outlet  
•	 1” Tapped Side Outlet  
•	 3” Valve Shroud
•	 1.1 PSI loss @ 50 GPM

LV-220
•	 X-Top
•	 9” Height
•	 2” IPS Restrained Inlet  
•	 2” FPT Outlet
•	 3” Valve Shroud
•	 .8 PSI loss @ 50 GPM

LV-220-SON 
•	 2” Square Operating Nut 	
•	 9” Height
•	 2” IPS Restrained Inlet  
•	 2” FPT Outlet
•	 3” Valve Shroud
•	 .8 PSI loss @ 50 GPM

LV-250
•	 X-top
•	 12” Height
•	 2” Spigot Inlet
•	 2.5” Restrained IPS Outlet  
•	 1” Tapped Side Outlet
•	 4” Valve Shroud
•	 1.3 PSI loss @ 80 GPM

LV-200-SON 
•	 2” Square Operating Nut  
•	 9” Height 
•	 2” Spigot Inlet 
•	 2” Restrained IPS Outlet  
•	 3” Valve Shroud 
•	 .8 PSI loss @ 50 GPM 

LV-218-SON 
•	 2” Square Operating Nut 
•	 18” Height 
•	 2” Spigot Inlet 
•	 2” Restrained IPS Outlet  
•	 1” Tapped Side Outlet  
•	 3” Valve Shroud 
•	 1.1 PSI loss @ 50 GPM

LV-221-SON 
•	 2” Square Operating Nut  
•	 9” Height 
•	 2” IPS Restrained Inlet 
•	 2” IPS Restrained Outlet 
•	 3” Valve Shroud
•	 .8 PSI loss @ 50 GPM

LV-212-SON 
•	 2” Square Operating Nut 
•	 12” Height 
•	 2” Spigot Inlet 
•	 2” Restrained IPS Outlet 
•	 1” Tapped Side Outlet  
•	 3” Valve Shroud 
•	 1.1 PSI loss @ 50 GPM 

LV-250-SON 
•	 2” Square Operating Nut  
•	 12” Height 
•	 2” Spigot Inlet 
•	 2.5” Restrained IPS Outlet 
•	 1” Tapped Side Outlet 
•	 4” Valve Shroud 
•	 1.3 PSI loss @ 80 GPM 

LA
TE

R
A

L C
O

N
N

E
C

TIO
N

 SY
STE

M
C

A
T. C



leemco.com  55

STANDARD PORT 
(ductile iron body, FBE coating) 
(continued)

LATERAL CONNECTION SYSTEM 
IPS PRODUCTS - LV-SERIES ANGLE VALVES

LV-400-SON 
•	 2” Square Operating Nut 
•	 12” Height 
•	 2” Spigot Inlet 
•	 4” Restrained IPS Outlet 
•	 1” Tapped Side Outlet  
•	 4” Valve Shroud 
•	 1.2 PSI loss @ 120 GPM

LV-400
•	 X-top
•	 12” Height
•	 2” Spigot Inlet
•	 4” Restrained IPS Outlet  
•	 1” Tapped Side Outlet  
•	 4” Valve Shroud
•	 1.2 PSI loss @ 120 GPM

FLOW LOSS CHART

MODEL # GPM > 20 30 40 50 60 80 100 120 140 160 180 200 250 300 

LV-200, LV-220 PSI Loss 0.1 0.3 0.5 0.8 1.2 2.1 3.3 4.8 6.5 8.5 

LV-212, LV-218 PSI Loss 0.3 0.4 0.7 1.1 1.5 2.5 3.8 5.4 7.1 9.1 11.4 

LV-250 PSI Loss 0.1 0.2 0.4 0.6 0.8 1.3 2.0 2.7 3.6 4.7 5.8 7.0 

LV-300 PSI Loss 0.1 0.2 0.3 0.4 0.5 0.6 0.8 1.2 1.6 2.0 2.5 3.0 6.4 10.8 

LV-400 PSI Loss 0.1 0.2 0.3 0.4 0.5 0.6 0.8 1.2 1.6 2.0 2.5 3.0 6.4 10.8
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LATERAL CONNECTION SYSTEM 
IPS PRODUCTS - LV-SERIES ANGLE VALVES

FULL PORT 
(ductile iron body, FBE coating)

FLOW LOSS CHART

MODEL # GPM > 20 30 40 50 60 80 100 120 140 160

LV-202, LV-210 PSI Loss 0.0 0.08 0.15 0.23 0.40 0.62 0.88 1.07 1.89 2.16 

LV-202 
•	X-top
•	12” Height
•	2” Restrained IPS Inlet  
•	2” Restrained IPS Outlet  
•	1” Tapped Side Outlet  
•	4” Valve Shroud
•	 .23 PSI loss @ 50 GPM

LV-210 
•	 X-top
•	 12” Height
•	 2” Spigot Inlet
•	 2” Restrained IPS Outlet 
•	 1” Tapped Side Outlet  
•	 4” Valve Shroud
•	 .23 PSI loss @ 50 GPM

LV-202-SON
•	2” Square Operating Nut 
•	12” Height 
•	2” Restrained IPS Inlet  
•	2” Restrained IPS Outlet  
•	1” Tapped Side Outlet  
•	4” Valve Shroud 
•	 .23 PSI loss @ 50 GPM 

LV-210-SON
•	2” Square Operating  
•	12” Height
•	2” Spigot Inlet 
•	2” Restrained IPS Outlet 
•	1” Tapped Side Outlet  
•	4” Valve Shroud 
•	 .23 PSI loss @ 50 GPM

SPECIFICATION
Lateral to mainline connection shall be made with ductile iron, resilient seated angle valve. Valve body and restraint clamps shall be constructed of 
ductile iron per ASTM A536, Grade 65-45-12. Epoxy coating on all interior and exterior surfaces shall be fusion bonded epoxy, 10-12 mil thickness. 
Valve mechanism and hardware shall be made of 100% 304 stainless steel. The valve stem shall be fine threaded stainless steel, O-Ring sealed for ease 
of operation. Valve connection to the mainline fitting shall be spigot x bell, mechanically attached and swivel about the base 360 degrees to allow 
positioning of valve outlet to any desired direction. Valve outlet shall be deep bell, gasket and equipped with integrally cast joint restraint clamps to 
securely fasten pipe to the valve. Restraint shall have blunt cast serrations. Machined threaded restraints will not be allowed. Swivel style extensions 
shall be stackable. Valve shall have a shroud around the valve stem to accept IPS PVC sleeve. All lateral to mainline transitions shall be manufactured 
by Leemco, Inc., U.S.A.
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LATERAL CONNECTION SYSTEM 
IPS PRODUCTS - LV-SERIES ANGLE VALVES

STANDARD PORT 
(stainless steel body )

LV-220S-SON
•	 2” Square Operating Nut 
•	 9” Height 
•	 2” IPS Restrained Inlet  
•	 2” FPT Outlet 
•	 3” Valve Shroud 
•	 .8 PSI loss @ 50 GPM 

LV-220S 
•	 X-Top
•	 9” Height
•	 2” IPS Restrained Inlet  
•	 2” FPT Outlet
•	 3” Valve Shroud
•	 .8 PSI loss @ 50 GPM

LV-200S
•	 X-top
•	 9” Height
•	 2” Spigot Inlet
•	 2” Restrained IPS Outlet 
•	 3” Valve Shroud
•	 .8 PSI loss @ 50 GPM

LV-212S 
•	 X-top
•	 12” Height
•	 2” Spigot Inlet
•	 2” Restrained IPS Outlet 
•	 1” Tapped Side Outlet  
•	 3” Valve Shroud
•	 1.1 PSI loss @ 50 GPM

LV-200S-SON
•	 2” Square Operating Nut 
•	 9” Height 
•	 2” Spigot Inlet 
•	 2” Restrained IPS Outlet  
•	 3” Valve Shroud 
•	 .8 PSI loss @ 50 GPM 

LV-212S-SON
•	 2” Square Operating Nut 
•	 12” Height 
•	 2” Spigot Inlet 
•	 2” Restrained IPS Outlet 
•	 1” Tapped Side Outlet  
•	 3” Valve Shroud 
•	 1.1 PSI loss @ 50 GPM
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LV-221
•	 X-top
•	 9” Height
•	 2” IPS Restrained Inlet
•	 2” IPS Restrained Outlet 
•	 3” Valve Shroud
•	 .8 PSI loss @ 50 GPM

LV-221-SON
•	 2” Square Operating Nut 
•	 9” Height
•	 2” IPS Restrained Inlet
•	 2” IPS Restrained Outlet 
•	 3” Valve Shroud
•	 .8 PSI loss @ 50 GPM
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LATERAL CONNECTION SYSTEM 
IPS PRODUCTS - LV-SERIES ANGLE VALVES

FULL PORT 
(stainless steel body)

LV-202S 
•	 X-top
•	 12” Height
•	 2” Restrained IPS Inlet  
•	 2” Restrained IPS Outlet  
•	 1” Tapped Side Outlet  
•	 4” Valve Shroud
•	 .23 PSI loss @ 50 GPM

LV-300S 
•	 X-top
•	 12” Height
•	 2” Spigot Inlet
•	 3” Restrained IPS Outlet 
•	 1” Tapped Side Outlet  
•	 4” Valve Shroud
•	 .26 PSI loss @ 120 GPM

LV-210S 
•	 X-top
•	 12” Height
•	 2” Spigot Inlet
•	 2” Restrained IPS Outlet 
•	 1” Tapped Side Outlet  
•	 4” Valve Shroud
•	 .23 PSI loss @ 50 GPM

LV-202S-SON 
•	 2” Square Operating Nut 
•	 12” Height 
•	 2” Restrained IPS Inlet  
•	 2” Restrained IPS Outlet  
•	 1” Tapped Side Outlet  
•	 4” Valve Shroud 
•	 .23 PSI loss @ 50 GPM 

LV-300S-SON 
•	 2” Square Operating Nut 
•	 12” Height 
•	 2” Spigot Inlet 
•	 3” Restrained IPS Outlet  
•	 1” Tapped Side Outlet  
•	 4” Valve Shroud 
•	 .26 PSI loss @ 120 GPM

LV-210S-SON 
•	 2” Square Operating Nut 
•	 12” Height 
•	 2” Spigot Inlet 
•	 2” Restrained IPS Outlet 
•	 1” Tapped Side Outlet  
•	 4” Valve Shroud 
•	 .23 PSI loss @ 50 GPM 
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FLOW LOSS CHART

MODEL # GPM > 20 30 40 50 60 80 100 120 140 160

LV-202S, LV-210S PSI Loss 0.0 0.08 0.15 0.23 0.40 0.62 0.88 1.07 1.89 2.16 

LV-300S PSI Loss 0.02 0.04 0.06 0.08 0.1 0.15 0.20 0.26 0.41 1.12 

SPECIFICATION
Lateral to mainline connection shall be made with 316 stainless steel, resilient seated angle valve. Valve body, valve mechanism and restraint clamps 
shall be constructed of 316-Series stainless steel per ASTMA A-351, Grade CF8M standards. The valve stem shall be fine threaded 316-Series stainless 
steel, O-Ring sealed for ease of operation. Valve inlet and outlet shall be deep bell, EPDM rubber gasket and equipped with integrally cast joint 
restraint clamps to securely fasten pipe to the valve. Restraint shall have blunt cast serrations. Valve shall have a round top shroud around the valve 
stem to accept pipe sleeve. All lateral to mainline transitions shall be manufactured by Leemco, Inc., U.S.A.
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LATERAL CONNECTION SYSTEM 
IPS PRODUCTS - LV-SERIES ANGLE VALVES

QUALITY CONSTRUCTION & INNOVATIVE DESIGN 

DURABLE DUCTILE IRON BODY 
Valve body and outlet clamp are made of durable ductile iron and have a fusion 
bonded epoxy coating inside and out to help protect against corrosive soils and 
acidic water created by chemical injector and sulfur burner systems.  

- OR -

100% STAINLESS STEEL BODY
Valve body and outlet clamp are made of corrosion resistant stainless steel 
specifically designed for corrosive soils and acidic water conditions.

TOP VALVE SHROUD & TAPPED SIDE OUTLET 
Slotted skirt atop the valve is designed for IPS sleeve to protect cross top from 
dirt and debris. The 1” Tapped side outlet can be used for a quick coupling valve 
connection. Tap is not available on the LV-200 and LV-220 models.    

TRUE 360-DEGREE ROTATION 
Bayonet-style (twist-lock-swivel) valve attachment allows a true 360 degree 
rotation. Compared to conventional threaded gate or ball valves, Leemco Lateral 
Valves insert into a Leemco lateral tee or lateral saddle outlet without the use of 
threaded PVC or galvanized nipples.   

QUALITY VALVE MECHANISM 
Entire valve mechanism is made of 100% stainless steel and is completely top 
serviceable. Low rising stainless steel stem has machined fine threads and a lifetime 
lubricated O-ring seal, to enable finger actuation against high pressures. Resilient 
BUNA-N rubber valve disc is made of high grade EPDM rubber for drip tight shut-off.   

DEEP BELL, SELF-RESTRAINED VALVE OUTLET 
The deep bell, self-restrained, gasket outlet has blunt cast serrations which are 
specifically designed not to damage the plastic pipe surface. The Leemco gasket 
is made of high grade EPDM rubber and has a unique “U-CUP” Design. Gasket 
ribbed segments assure compression against side walls to seal under low and high 
pressures. Double restraint companion clamp suitable for PVC or HDPE plastic pipe.   

REPLACE OLDER VALVES QUICK & EASY 
The LV-220 valve is ideal for replacing older non-working threaded gate or ball 
valves. Simply insert the bottom gasket inlet over any 2” beveled IPS PVC nipple 
or pipe and rotate the valve 360 degrees to the desired position. Tighten the bolts 
on the bottom self-restrained clamps and install a 2” PVC TOE nipple into the FPT    
outlet. This valve is also ideal for new construction projects.

PLEASE REFER TO OUR LATERAL VALVE 
INSTALLATION GUIDE FOR STEP BY STEP 
INSTRUCTIONS.  

VIEW GUIDE AT LEEMCO.COM
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ANGLE VALVE ACCESSORIES

Lateral Valve spigot inlet inserts into the lateral tee or lateral saddle outlet. Valve can rotate 
360 degrees to desired position. If the valve alignment remains in the original installed 
position, two LV-Clips are needed to secure the valve in place. Please refer to our Lateral 
Valve Installation Guide for more information.

LATERAL CONNECTION SYSTEM 
IPS PRODUCTS - LV-SERIES ANGLE VALVES

LATERAL TEE  
LT-Series: 2” - 12” IPS Sizes  
DLT-Series: 90 - 315MM DIN Sizes

LATERAL DOUBLE SS  
STRAP SADDLE   
RDLS-Series: 3” - 12” IPS Sizes 
RDLS-Series: 90 - 315MM DIN Sizes 
(double stainless steel strap)  

LATERAL SINGLE SS  
STRAP SADDLE   
RSLS-Series: 3” - 12” IPS Sizes 
RSLS-Series: 90 - 315MM DIN Sizes 
(single stainless steel strap) 

EXTENSIONS   
LX-6: 6” Height  
LX-12: 12” Height

LR90-SERIES OUTLET 
ADAPTERS    
Designed to insert into the lateral 
valve outlet. LR90 adapters come 
in a variety of models and sizes.  
Please refer to Price List.

LMN-SERIES OUTLET 
ADAPTERS    
Designed to thread into a control 
valve while the spigot end inserts 
into the lateral valve outlet. LMN 
adapters come in a variety of 
models and sizes. Please refer to 
Price List.

INLET ADAPTERS    
LMA-200 is ideal for retrofit projects where existing 
service tees or saddles can be utilized and converted to 
a lateral outlet. FMA-200 is designed for applications 
where the mainline is deep and requires a long length of 
threaded galvanized pipe. Please refer to Price List. 

INLET ADAPTERS    
LMA-200: 2” MPT x Bell
FMA-200: 2” FPT x Bell
DLMA-6: 63MM x Bell
LMA-200S: 2” MPT x Bell 
(stainless steel)
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LGV-SB SERIES (SPIGOT X BELL) 

MODEL # INLET OUTLET SHROUD 

LGV-200SB 2” IPS 2” IPS 3” IPS 

LGV-250SB 2.5” IPS 2.5” IPS 4” IPS 

LGV-300SB 3” IPS 3” IPS 4” IPS

LGV-3490 3” IPS 4” IPS 4” IPS

LGV-263SB 2” IPS 63MM DIN 3” IPS

LGV-390SB 90MM DIN 90MM DIN 4” IPS

LGV-9011SB 90MM DIN 110MM DIN 4” IPS

LGV-BB SERIES (BELL X BELL) 

MODEL # INLET OUTLET SHROUD 

LGV-200BB 2” IPS 2” IPS 3” IPS 

LGV-250BB 2.5” IPS 2.5” IPS 4” IPS 

LGV-300BB 3” IPS 3” IPS 4” IPS

LGV-400BB 4” IPS 4” IPS 4” IPS

LGV-66BB 63MM DIN 63MM DIN 3” IPS

LGV-99BB 90MM DIN 90MM DIN 4” IPS

LGV-1111BB 110MM DIN 110MM DIN 4” IPS

LGV-BB SERIES (BELL X BELL) 

LATERAL CONNECTION SYSTEM 
IPS PRODUCTS - LGV-SERIES GLOBE VALVES

LGV-SB SERIES (SPIGOT X BELL) 

FLOW LOSS CHART

SIZES GPM > 20 30 40 50 60 80 100 120 140 160 180 200 250 300 

2” or 63MM PSI Loss 0.7 0.8 1.4 2.1 3.0 5.1 7.7 10.7 14.3 18.3 22.7

2.5” PSI Loss  1.1 1.5 2.5 3.8 5.4 7.2 9.2 11.4 13.9   

3” or 90MM PSI Loss 0.7 1.1 2.0 2.7 3.5 4.4 5.5 6.6 9.7 14.7

SPECIFICATION
Lateral to mainline connection shall be made with ductile iron, resilient seated globe valve. Valve body and restraint clamps shall be constructed of 
ductile iron per ASTM A536, Grade 65-45-12. Epoxy coating on all interior and exterior surfaces shall be fusion bonded epoxy, 10-12 mil thickness. 
Valve mechanism and hardware shall be made of 100% 304-Series stainless steel. The valve stem shall be fine threaded stainless steel, O-Ring sealed 
for ease of operation. Valve connection to the mainline fitting shall be spigot x bell, mechanically attached and swivel about the base 360 degrees to 
allow positioning of valve outlet to any desired direction. Valve outlet shall be deep bell, gasket and equipped with integrally cast joint restraint clamps 
to securely fasten pipe to the valve. Restraint shall have blunt cast serrations. Machined threaded restraints will not be allowed. Riser extensions shall 
be stackable. Valve shall have a shroud around the valve stem to accept IPS PVC sleeve. All lateral to mainline transitions shall be manufactured by 
Leemco, Inc., U.S.A.
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QUALITY CONSTRUCTION & INNOVATIVE DESIGN 

LGV-SB SERIES VALVES 
The Spigot x Bell version is designed for the spigot end to insert into a Leemco 
gasket tee as shown in picture. The valve links restrain to the ears on the gasket 
tee for a secure connection. The valve gasket bell end has self-restrained clamps 
that fasten to plastic pipe. All connections are mechanically held and there is no 
need for thrust blocks. Installation is quick and reliable which saves valuable time 
and labor.  

Changes in mainline depths are easily made by using L90 and L180 spigot x bell 
adapters. They also provide true 360 degree rotation for easy valve alignment. 
Compared to conventional threaded gate or ball valves, Leemco LGV-Series valves 
do not use threaded PVC or galvanized nipples. Stackable 6” and 12” extensions 
can be used to elevate the valve to a desired height.  

LGV-BB SERIES VALVES 
The Bell x Bell version provides in-line isolation where the location is not  
near a mainline ductile iron fitting. Both bell ends have the proprietary  
Leemco self-restrained clamps that securely fasten the pipe to the valve. 

QUALITY VALVE MECHANISM 
Entire valve mechanism is made of 100% stainless steel and is completely top 
serviceable. Low rising stainless steel stem has machined fine threads and a 
lifetime lubricated O-ring seal, to enable finger actuation against high pressures. 
Resilient BUNA-N rubber valve disc is made of high grade EPDM rubber for drip 
tight shut-off.   

DEEP BELL, SELF-RESTRAINED VALVE OUTLET 
The deep bell, self-restrained, gasket outlet has blunt cast serrations which are 
specifically designed not to damage the plastic pipe surface. The Leemco gasket 
is made of high grade EPDM rubber and has the unique “U-CUP” Design. Gasket 
ribbed segments assure compression against side walls to seal under low and high 
pressures. Double restraint companion clamp suitable for PVC or HDPE plastic pipe.  

TOP VALVE SHROUD & TAPPED SIDE OUTLET 
Slotted skirt atop the valve is designed for IPS sleeve to protect cross top from 
dirt and debris. The 1” tapped side outlet can be used for a quick coupling valve 
connection. 

DURABLE DUCTILE IRON BODY 
Valve body and outlet clamp are made of durable ductile iron and have a fused 
epoxy finish inside and out to withstand corrosive soils and acidic water created  
by chemical injector and sulfur burner systems. 

LATERAL CONNECTION SYSTEM 
IPS PRODUCTS - LGV-SERIES GLOBE VALVES

LGV-SB Valve 
installed into a 
L90 Adapter 

LGV-SB Valve 
installed into 
a tee 

LGV-BB Series 
Valve 

LEEMCO HAS A LARGE VARIETY OF GLOBE 
VALVE ACCESSORIES. 

SEE INSTRUCTIONS AT LEEMCO.COM  
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L90 & DL90 ADAPTERS 
L90-31SB: 3” IPS Spigot x 2” Bell Outlet 
L90-32SB: 3” IPS Spigot x 2.5” Bell Outlet 
L90-33SB: 3” IPS Spigot x 3” Bell Outlet  
DL90-32SB: 90MM DIN Spigot x 75MM Bell Outlet 
DL90-33SB: 90MM DIN Spigot x 90MM Bell Outlet

L180 & DL180 ADAPTERS 
L180-311SB: 3” x 2” x 2” Spigot x Bell Tee
L180-322SB: 3” x 2.5” x 2.5” Spigot x Bell Tee
L180-333SB: 3” x 3” x 3” Spigot x Bell Tee
DL180-322SB: 90MM x 75MM x 75MM Tee
DL180-333SB: 90MM x 90MM x 90MM Tee

LMN-SERIES OUTLET ADAPTERS  
Designed to thread into a control valve while the spigot end inserts into the LGV 
valve outlet. LMN adapters come in a variety of models and sizes. Please refer to 
Price List. 

RF-43SB OUTLET ADAPTER   
3” Spigot x 4” Self-Restrained Bell Outlet is designed for insertion into LGV-300 
Series Valves to increase the valve outlet to 4” IPS. The adapter is mechanically 
held in place by the LGV valve clamp.

L90 Adapter installed into 
Leemco tee. L90 can rotate 
360 degrees to desired 
position.

L90 Adapter installed into   
Leemco tee, LGV-SB Valve  
installed into L90. Valve 
can rotate 360 degrees to 
desired position. 

L180 Adapter Tee installed into  
Leemco tee, (2) LGV-SB Valves 
installed into L180 Adapter Tee.  
Valves can rotate 360 degrees to 
desired position. 

LGV VALVE ACCESSORIES 
Refer to our IPS and DIN price lists for available models and sizes. 

APPLICATIONS 
Please refer to our website for many more details.

LATERAL CONNECTION SYSTEM 
IPS PRODUCTS - LGV-SERIES GLOBE VALVES

EXTENSIONS 
LX3-6: 6” High 
LX3-12: 12” High
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LATERAL CONNECTION SYSTEM 
IPS PRODUCTS - LATERAL CONNECTION ADAPTERS

L90-SERIES SELF-RESTRAINED ADAPTERS  
The L90 Adapter allows for easy mainline pipe to lateral pipe transition, 
eliminating any threaded fittings, cements or primers. The spigot end of  
the adapter simply inserts into a Leemco Lateral Tee or Lateral Saddle outlet  
and turns 360 degrees to the desired position. The self-restrained bell outlet  
secures the lateral pipe from pulling out. This adapter is ideal if isolation  
valves are not required. If isolation valves are required, refer to our LV-Series  
and LGV-Series Valve section.

L90-SERIES SELF-RESTRAINED BELL OUTLET ADAPTERS
L90-200: 2” IPS Spigot LAT Inlet x 2” IPS Self-Restrained Bell Outlet
L90-250: 2” IPS Spigot LAT Inlet x 2.5” IPS Self-Restrained Bell Outlet
L90-300: 2” IPS Spigot LAT Inlet x 3” IPS Self-Restrained Bell Outlet
NOTE: Spigot end inserts into Leemco LT-Series Tee or Saddle LAT outlet.

L90- & L180-SERIES MPT OUTLET ADAPTERS 
The L90 MPT Adapters are provided with a 1” tapped side plug for connection 
to a quick coupling valve assembly. The MPT outlet provides male threads for an 
electric valve or gate valve assembly as shown. The 2” L90- and L180-Series MPT 
adapters are designed to install into Leemco Lateral Tee or Lateral Saddle outlets. 
The 3” L90- and L180-Series MPT adapters are designed to install into any Leemco 
Tee with a 3” IPS branch outlet. 3” L90- and L180-Series MPT adapters come with 
a 3” collar clamp and hardware as pictured below.

2” L90- & L180-SERIES MPT OUTLET ADAPTERS
L90-215 & L180-215: 2” IPS Spigot LAT Inlet x 1.5” MPT Outlet
L90-220 & L180-220: 2” IPS Spigot LAT Inlet x 2” MPT Outlet
L90-225: 2” IPS Spigot LAT Inlet x 2.5” MPT Outlet
L90-230: 2” IPS Spigot LAT Inlet x 3” MPT Outlet
NOTE: Spigot end inserts into Leemco LT-Series Tee or Saddle LAT outlet.

3” L90- & L180-SERIES MPT OUTLET ADAPTERS
L180-320: 3” IPS Spigot Inlet x 2” MPT Outlet
L90-325 & L180-325: 3” IPS Spigot Inlet x 2.5” MPT Outlet
L90-330 & L180-330: 3” IPS Spigot Inlet x 3” MPT Outlet
NOTE: Spigot end inserts into any Leemco tee w/ 3” IPS gasket outlet.

LEEMCO HAS A LARGE VARIETY OF LATERAL 
CONNECTION PRODUCTS.

PLEASE VISIT OUR WEBSITE AT LEEMCO.COM

L90

L90

L180

L180
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LF90- & LF180-SERIES FPT OUTLET ADAPTERS  
The L90 FPT Adapters are designed to provide ease of connection to an irrigation 
remote control valve (RCV) while positioning the valve handle within 4” of grade. 
Outlets come in 1.5” or 2” female pipe thread and 2” inlet is designed for Leemco 
lateral tee or saddle LAT outlets. L90 FPT adapters are provided with a 1” side 
tapped plug designed for connection to a quick coupling valve assembly. The 
spigot end of the adapter simply inserts into a Leemco Lateral Tee or Lateral 
Saddle outlet and turns 360 degrees to the desired position. For applications that 
require an isolated valve before an electric valve, please refer to our Lateral Angle 
Valve or Lateral Globe Valve section for better alternatives. 

2” LF90- & LF180-SERIES FPT OUTLET ADAPTERS
LF90-215 & LF180-215: 2” IPS Spigot LAT Inlet x 1.5” FPT Outlet  
LF90-220 & LF180-220: 2” IPS Spigot LAT Inlet x 2” FPT Outlet
NOTE: Spigot end inserts into Leemco LT-Series Tee or Saddle LAT outlet.

2” LFA-200 & LFA-300 FPT OUTLET ADAPTERS 
LFA-200: 2” IPS Spigot LAT Inlet x 2” FPT Outlet  
LFA-300: 2” IPS Spigot LAT Inlet x 3” FPT Outlet 
NOTE: Spigot end inserts into Leemco LT-Series Tee or Saddle LAT outlet.

LATERAL CONNECTION SYSTEM 
IPS PRODUCTS - LATERAL CONNECTION ADAPTERS

SPECIFICATION
Lateral to mainline connection shall be made using Leemco Lateral Adapter. Adapter shall be made of ductile iron grade 65-45-12 (ASTM A536). Epoxy 
Coating on interior and exterior surfaces of fittings shall be fusion bonded epoxy, 10-12 mil thickness. The epoxy coating shall pass 90-Day immersion 
tests per CSA Z245.20-98. Lateral Adapter shall be offered with self-restrained bell, MPT and FPT outlets. The Adapter inlet shall have a swivel base 
to orient the outlet to any 360 degree position for ease and stress free installation. Non self-restrained Lateral Adapter shall be equipped with tapped 
and plugged 1” side outlet. Adapter shall be used with Leemco saddle or tee. All Lateral Adapters shall be manufactured by Leemco, Inc., U.S.A. 

PLEASE REFER TO OUR LATERAL VALVE 
INSTALLATION GUIDE FOR STEP BY STEP 
INSTRUCTIONS.

SEE INSTRUCTIONS AT LEEMCO.COM  
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LV-SERIES ANGLE VALVE 
(DUCTILE IRON BODY)
Torque Rating Outlet Clamp:  
2” (5-10 LB)  
2.5” (10-15 LB) 
3” (10-15 LB)

VALVE CLAMPS  
(LV- & LGV-SERIES)

LATERAL CONNECTION SYSTEM 
IPS PRODUCTS

MODEL # DESCRIPTION

LV-300S-SON 3 x 12 Valve, FP, S x G, SON

LV-202S 2 x 12 Valve, FP, G x G, X

LV-202S-SON 2 x 12 Valve, FP, G x G, SON

LV-210S 2 x 12 Valve, FP, S x G, X

LV-210S-SON 2 x 12 Valve, FP, S x G, SON

MODEL # DESCRIPTION

LVC-200 2, Cover Assy, Standard Port

LVC-300 3, Cover Assy, Standard Port

LVC-200FP 2, Cover Assy, Full Port

LVC-300FP 3, Cover Assy, Full Port

LVO-200 2, Cover O-RING Standard Port

LVO-300 3, Cover O-RING Standard Port

LVO-200FP 2, Cover O-RING Full Port

LVO-300FP 3, Cover O-RING Full Port

SON-SS Square Operating Nut, SS

LV-CLIP Clip for LV-Series

MODEL # DESCRIPTION

C-200 2, Clamp, Ductile Iron

C-200S 2, Clamp, Stainless Steel

C-250 2.5, Clamp, Ductile Iron

C-300 3, Clamp, Ductile Iron

C-300S 3, Clamp, Stainless Steel

HC-200 2, Wide Clamp, Ductile Iron

HC-200S 2, Wide Clamp, Stainless Steel

HC-250 2.5, Wide Clamp, Ductile Iron

HC-300 3, Wide Clamp, Ductile Iron

HC-300S 3, Wide Clamp, Stainless Steel

MODEL # DESCRIPTION

LT-200T 2 x 2 x 2 LAT Tee

LT-250T 2.5 x 2.5 x 2 LAT Tee

LT-300T 3 x 3 x 2 LAT Tee

LT-400T 4 x 4 x 2 LAT Tee

LT-600T 6 x 6 x 2 LAT Tee

LT-800T 8 x 8 x 2 LAT Tee

LT-1000T 10 x 10 x 2 LAT Tee

LT-1200T 12 x 12 x 2 LAT Tee

LT-1400T 14 x 14 x 2 LAT Tee (DPS)

LT-1600T 16 x 16 x 2 LAT Tee (DPS)

LV-SERIES ANGLE VALVE  
(STAINLESS STEEL BODY)
(continued)

VALVE PARTS & COVERS (LV- & LGV-SERIES)

LT-SERIES TEE  
FOR LV-VALVES

MODEL # DESCRIPTION

LV-200 2 x 9 Valve, SP, S x G, X

LV-200-SON 2 x 9 Valve, SP, S x G, SON

LV-212 2 x 12 Valve, SP, S x G, X

LV-212-SON 2 x 12 Valve, SP, S x G, SON

LV-218 2 x 18 Valve, SP, S x G, X

LV-218-SON 2 x 18 Valve, SP, S x G, SON

LV-220 2 x 9 Valve, SP, G x F, X

LV-220-SON 2 x 9 Valve, SP, G x F, SON

LV-221 2 x 9 Valve, SP, G x G, X

LV-221-SON 2 x 9 Valve, SP, G x G, SON

LV-250 2.5 x 12 Valve, SP, S x G, X

LV-250-SON 2.5 x 12 Valve, SP, S x G, SON

LV-300 3 x 12 Valve, SP, S x G, X

LV-300-SON 3 x 12 Valve, SP, S x G, SON

LV-400 4 x 12 Valve, SP, S x G, X

LV-400-SON 4 x 12 Valve, SP, S x G, SON

LV-202 2 x 12 Valve, FP, G x G, X

LV-202-SON 2 x 12 Valve, FP, G x G, SON

LV-210 2 x 12 Valve, FP, S x G, X

LV-210-SON 2 x 12 Valve, FP, S x G, SON

(SON Option)

LV-SERIES ANGLE VALVE  
(STAINLESS STEEL BODY)

SP=Standard Port, FP=Full Port, S=Spigot, 
F=FPT, G=Gasket, X=Cross Top Handle, 
SON=Square Operating Nut  

MODEL # DESCRIPTION

RSLS-300 3 x 2 LAT Saddle

RSLS-400 4 x 2 LAT Saddle

RSLS-600 6 x 2 LAT Saddle

RSLS-800 8 x 2 LAT Saddle

RSLS-1000 10 x 2 LAT Saddle

RSLS-1200 12 x 2 LAT Saddle

RSLS-SERIES, SADDLES  
SS SINGLE STRAP FOR  
LV-VALVES & ADAPTERS
2” IPS Bell Outlet with  
Stainless Steel Single Strap

Torque Rating for Saddles: 20-25 LB

MODEL # DESCRIPTION

RDLS-300 3 x 2 LAT Saddle

RDLS-400 4 x 2 LAT Saddle

RDLS-600 6 x 2 LAT Saddle

RDLS-800 8 x 2 LAT Saddle

RDLS-1000 10 x 2 LAT Saddle

RDLS-1200 12 x 2 LAT Saddle

RDLS-1400 14 x 2 LAT Saddle (DPS)

RDLS-1600 16 x 2 LAT Saddle (DPS)

RDLS-SERIES SADDLES  
SS DOUBLE STRAP FOR  
LV-VALVES & ADAPTERS
2” IPS Bell Outlet with  
Stainless Steel Double Straps

LA
TE

R
A

L C
O

N
N

E
C

TIO
N

 SY
STE

M
C

A
T. C

MODEL # DESCRIPTION

LV-200S 2 x 9 Valve, SP, S x G, X

LV-200S-SON 2 x 9 Valve, SP, S x G, SON

LV-212S 2 x 12 Valve, SP, S x G, X

LV-212S-SON 2 x 12 Valve, SP, S x G, SON

LV-220S 2 x 9 Valve, SP, G x F, X

LV-220S-SON 2 x 9 Valve, SP, G x F, SON

LV-221S 2 x 9 Valve, SP, G x G, X

LV-221S-SON 2 x 9 Valve, SP, G x G, SON

LV-300S 3 x 12 Valve, FP, S x G, X

(Continued)
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MODEL # DESCRIPTION

LR90-11SB 2 x 2 Spigot x Bell 90

LR90-22SB 2.5 x 2.5 Spigot x Bell 90

LR90-33SB 3 x 3 Spigot x Bell 90

MODEL # DESCRIPTION

LX-6 2 x 6 Extension

LX-12 2 x 12 Extension

LR90 SWIVEL (SPIGOT X BELL) ADAPTERS
Torque Rating  
Outlet Clamp:  
2” (5-10 LB)  
2.5” (10-15 LB) 
3” (10-15 LB)

LX-SERIES RISER EXTENSIONS  
FOR LV-VALVES

LX3-SERIES RISER EXTENSIONS  
FOR LGV-VALVES
Riser extension spigot end inserts  
into the 3” gasket outlet of a fitting

L90 & L180 (SPIGOT X BELL) ADAPTERS

MODEL # DESCRIPTION

LMN-10 2 Spig x 1 MPT

LMN-12 2 Spig x 1.25 MPT

LMN-15 2 Spig x 1.5 MPT

LMN-20 2 Spig x 2 MPT

LMN-25 

(Continued)

2.5 Spig x 2.5 MPT

LMN-SERIES ADAPTERS (SPIGOT X MPT) 

MODEL # DESCRIPTION

LMA-200 2 x 2,  MPT x Bell Adapter

LMA-200S 2 x 2, MPT x Bell Adapter, SS

FMA-200 2 x 2, FPT x Bell Adapter

LFA-200 2 x 2, Spig x FPT Adapter

LFA-300 2 x 3, Spig x FPT Adapter

NOTE: LFA-Series adapters compatible with 
lateral saddles or lateral tees.

LMA-200 FMA-200  LFA-200 LFA-300

MODEL # DESCRIPTION

LX3-6 3 x 6 Extension

LX3-12 3 x 12 Extension

MODEL # DESCRIPTION

L90-31SB 3 x 2, Spig x Bell 90

L90-32SB 3 x 2.5, Spig x Bell 90

L90-33SB 3 x 3, Spig x Bell 90

L180-311SB 3 x 2 x 2, Spig x Bell Tee

L180-322SB 3 x 2.5 x 2.5, Spig x Bell Tee

L180-333SB 3 x 3 x 3, Spig x Bell Tee

LATERAL CONNECTION SYSTEM 
IPS PRODUCTS

ADAPTERS (LMA-, FMA- & LFA-SERIES)

LF90 & LF180 (SPIGOT X FPT)  
LAT ADAPTERS

L90 & L180  
(SPIGOT X FPT)  
LAT ADAPTERS

L90 & L180 (SPIGOT X MPT) ADAPTERS

L90 RESTRAINED LAT ADAPTERS

MODEL # DESCRIPTION

LF90-215 2 x 1.5 FPT LAT 90

LF90-220 2 x 2 FPT LAT 90

LF180-215 2 x 1.5 FPT LAT Tee

LF180-220 2 x 2 FPT LAT Tee

MODEL # DESCRIPTION

L90-215 2 x 1.5 MPT LAT 90

L90-220 2 x 2 MPT LAT 90

L90-225 2 x 2.5 MPT LAT 90

L90-230 2 x 3 MPT LAT 90

L180-215 2 x 1.5 MPT LAT Tee

L180-220 2 x 2 MPT LAT Tee

MODEL # DESCRIPTION

L90-325 3 x 2.5, Spig x MPT Tee

L90-330 3 x 3, Spig x MPT Tee

L180-320 3 x 2, Spig x MPT Tee

L180-325 3 x 2.5, Spig x MPT Tee

L180-330 3 x 3, Spig x MPT Tee

MODEL # DESCRIPTION

L90-200 2 Spig LAT Inlet x Bell 90

L90-250 2.5 Spig LAT Inlet x Bell 90

L90-300 3 Spig LAT Inlet x Bell 90

MODEL # DESCRIPTION

LGV-200SB 2 x 2, Spig x Bell Globe

LGV-250SB 2.5 x 2.5, Spig x Bell Globe

LGV-300SB 3 x 3, Spig x Bell Globe

LGV-3490 3 x 4, Spig x Bell Globe

LGV-200BB 2 x 2, Bell x Bell Globe

LGV-250BB 2.5 x 2.5, Bell x Bell Globe

LGV-300BB 3 x 3, Bell x Bell Globe

LGV-400BB 4 x 4, Bell x Bell Globe

SON-SS Square Operating Nut, SS

LGV-SERIES GLOBE VALVES
Torque Rating Outlet Clamp:  
2” (5-10 LB)  
2.5” (10-15 LB) 
3” (10-15 LB)

MODEL # DESCRIPTION

LMN-31 3 Spig x 2 MPT

LMN-30 3 Spig x 3 MPT

LMN-SERIES ADAPTERS (SPIGOT X MPT) 
(Continued)
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Leemco, Inc.
360 S. Mount Vernon Ave.
Colton, CA  92324
Ph: (909) 422-0088 Fx: (909) 422-0086
leemco.com

LATERAL CONNECTION SYSTEM 
IPS PRODUCTS - LV-SERIES ANGLE VALVES (DUCTILE IRON BODY)

VALVE BODY .....................................	CLASS 350 DUCTILE IRON PER ASTM A536, GRADE 65-45-12, AWWA C153 
VALVE MECHANISM .........................	304 STAINLESS STEEL  
PRESSURE RATING ...........................	250 PSI 
EPOXY COATING ..............................	ANSI/AWWA C116/A21.16-09, NSF 61 & CSA Z245.20-98, 10-12 MIL 
HARDWARE .......................................	304 STAINLESS STEEL, OPTIONAL 316 STAINLESS STEEL   
GASKETS ............................................	HIGH GRADE EPDM RUBBER ANSI/AWWA C111/A21.11, RIB-ENFORCED DESIGN   
INSTALLATION ..................................	PER IPS PIPE STANDARDS

SPECIFICATION
Lateral to mainline connection shall be made with ductile iron, resilient seated angle valve. Valve body and restraint clamps 
shall be constructed of ductile iron per ASTM A536, Grade 65-45-12. Epoxy coating on all interior and exterior surfaces shall 
be fusion bonded epoxy, 10-12 mil thickness. Valve mechanism and hardware shall be made of 100% 304 stainless steel. 
The valve stem shall be fine threaded stainless steel, O-Ring sealed for ease of operation. Restraint shall have blunt cast 
serrations. Machined threaded restraints will not be allowed. Valve shall have a shroud around the valve stem to accept IPS 
PVC sleeve. All lateral to mainline transitions shall be manufactured by Leemco, Inc., U.S.A.

LEEMCO HAS A LARGE VARIETY OF FITTINGS 
AND VALVE ACCESSORIES. 

PLEASE REFER TO OUR IPS PRICE LISTS FOR 
AVAILABLE MODELS AND SIZES.

FULL PORT 
LV-202, LV-202-SON
LV-210, LV-210-SON

STANDARD PORT 
LV-200, LV-200-SON
LV-212, LV-212-SON
LV-218, LV-218-SON
LV-220, LV-220-SON 
LV-221, LV-221-SON
LV-250, LV-250-SON
LV-300, LV-300-SON
LV-400, LV-400-SON

Shown with  
(SON) option

Shown with 
(X-TOP) option

SUBMITTAL SHEET

TORQUE RATING OUTLET CLAMP: 
2”: 5-10 LB 
2.5”: 10-15 LB 
3”: 10-15 LB 
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Leemco, Inc.
360 S. Mount Vernon Ave.
Colton, CA  92324
Ph: (909) 422-0088 Fx: (909) 422-0086
leemco.com

LATERAL CONNECTION SYSTEM 
IPS PRODUCTS - LV-SERIES ANGLE VALVES (STAINLESS STEEL BODY)

VALVE BODY .....................................	 316 STAINLESS STEEL, ASTM A351, GRADE CF8M 
VALVE MECHANISM .........................	316 STAINLESS STEEL, ASTM A351, GRADE CF8M 
PRESSURE RATING ...........................	250 PSI 
HARDWARE .......................................	316 STAINLESS STEEL, ASTM A193, GRADE B8M   
GASKETS ............................................	HIGH GRADE EPDM RUBBER ANSI/AWWA C111/A21.11, RIB-ENFORCED DESIGN   
INSTALLATION ..................................	PER IPS PIPE STANDARDS

SPECIFICATION
Lateral to mainline connection shall be made with 316 stainless steel, resilient seated angle valve. Valve body, valve 
mechanism and restraint clamps shall be constructed of 316-Series stainless steel per ASTMA A351, Grade CF8M standards. 
The valve stem shall be fine threaded 316-Series stainless steel, O-Ring sealed for ease of operation. Valve inlet and outlet 
shall be deep bell, EPDM rubber gasket and equipped with integrally cast joint restraint clamps to securely fasten pipe to 
the valve. Restraint shall have blunt cast serrations. Valve shall have a round top shroud around the valve stem to accept 
pipe sleeve. All lateral to mainline transitions shall be manufactured by Leemco, Inc., U.S.A.

LEEMCO HAS A LARGE VARIETY OF FITTINGS 
AND VALVE ACCESSORIES. 

PLEASE REFER TO OUR IPS PRICE LISTS FOR 
AVAILABLE MODELS AND SIZES.

Shown with  
(SON) option

Shown with 
(X-TOP) option

FULL PORT 
LV-202S, LV-202S-SON
LV-210, LV-210S-SON
LV-300S, LV-300S-SON

STANDARD PORT 
LV-200S, LV-200S-SON
LV-212S, LV-212S-SON
LV-220S, LV-220S-SON  
LV-221S, LV-221S-SON

SUBMITTAL SHEET

TORQUE RATING OUTLET CLAMP: 
2”: 5-10 LB 
2.5”: 10-15 LB 
3”: 10-15 LB 
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Leemco, Inc.
360 S. Mount Vernon Ave.
Colton, CA  92324
Ph: (909) 422-0088 Fx: (909) 422-0086
leemco.com

LMA-200 FMA-200  

LFA-200 LFA-300

LATERAL CONNECTION SYSTEM 
IPS PRODUCTS - LV-SERIES ANGLE VALVES

MATERIAL ..........................................	CLASS 350 DUCTILE IRON PER ASTM A536, GRADE 65-45-12, AWWA C153   
PRESSURE RATING ...........................	250 PSI 
EPOXY COATING ..............................	ANSI/AWWA C116/A21.16-09, NSF 61 & CSA Z245.20-98, 10-12 MIL    
HARDWARE .......................................	304 STAINLESS STEEL, OPTIONAL 316 STAINLESS STEEL  
GASKETS ............................................	HIGH GRADE EPDM RUBBER ANSI/AWWA C111/A21.11, RIB-ENFORCED DESIGN   
INSTALLATION ..................................	PER HDPE PIPE STANDARDS  

SPECIFICATION
All lateral connection products shall be made with ductile iron per ASTM A536, Grade 65-45-12. All exterior and interior surfaces 
shall be fusion bonded epoxy coating, 10-12 mil thickness. All lateral connection products shall be manufactured by Leemco, Inc., 
U.S.A.

LEEMCO HAS A LARGE VARIETY OF FITTINGS 
AND VALVE ACCESSORIES. 

PLEASE REFER TO OUR IPS PRICE LISTS FOR 
AVAILABLE MODELS AND SIZES.

RDLS-SERIES 
DOUBLE SS  
STRAP SADDLE  
RDLS-300 (3”) 
RDLS-400 (4”) 
RDLS-600 (6”) 
RDLS-800 (8”) 
RDLS-1000 (10”) 
RDLS-1200 (12”) 

INLET ADAPTERS  
LMA-200 (2” MPT X BELL)
FMA-200 (2” FPT X BELL)
LFA-200 (2” SPIGOT X 2” FPT)
LFA-300 (2” SPIGOT X 3” FPT) 
LMA-200S (2” MPT X BELL) 	
(stainless steel)

RSLS-SERIES 
SINGLE SS  
STRAP SADDLE  
RSLS-300 (3”)
RSLS-400 (4”) 
RSLS-600 (6”) 
RSLS-800 (8”) 
RSLS-1000 (10”) 
RSLS-1200 (12”) 

LMN-SERIES  
(SPIGOT X MPT)  
OUTLET  
ADAPTER   
LMN-10 (1”) 
LMN-12 (1.25”) 
LMN-15 (1.5”) 
LMN-20 (2”) 
LMN-25 (2.5”) 
LMN-30 (3”) 
LMN-31 (3” SPIGOT X 2” MPT)

LATERAL TEE 
LT-200T (2”) 
LT-300T (3”) 
LT-400T (4”) 
LT-600T (6”) 
LT-800T (8”) 
LT-1000T (10”) 
LT-1200T (12”) 

LX-SERIES 
EXTENSIONS 
LX-6 (6”) 
LX-12 (12”) 

TORQUE RATING FOR SADDLES: 20-25 LB

SUBMITTAL SHEET
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Leemco, Inc.
360 S. Mount Vernon Ave.
Colton, CA  92324
Ph: (909) 422-0088 Fx: (909) 422-0086
leemco.com

LATERAL CONNECTION SYSTEM 
IPS PRODUCTS - LATERAL CONNECTION ADAPTERS

MATERIAL ..........................................	CLASS 350 DUCTILE IRON PER ASTM A536, GRADE 65-45-12, AWWA C153 
PRESSURE RATING ...........................	250 PSI 
EPOXY COATING ..............................	ANSI/AWWA C116/A21.16-09, NSF 61 & CSA Z245.20-98, 10-12 MIL  
HARDWARE .......................................	304 STAINLESS STEEL, OPTIONAL 316 STAINLESS STEEL  
INSTALLATION ..................................	PER IPS & DIN PIPE STANDARDS

SPECIFICATION
Lateral to mainline connection shall be made using Leemco Lateral Adapter. Adapter shall be made of ductile iron grade 65-45-12 
(ASTM A536). Epoxy Coating on interior and exterior surfaces of fittings shall be fusion bonded epoxy, 10-12 mil thickness. The 
epoxy coating shall pass 90-Day immersion tests per CSA Z245.20-98. Lateral Adapter shall be offered with self-restrained bell, 
MPT and FPT outlets. The Adapter inlet shall have a swivel base to orient the outlet to any 360 degree position for ease and 
stress free installation. Non self-restrained Lateral Adapter shall be equipped with tapped and plugged 1” side outlet. Adapter 
shall be used with Leemco saddle or tee. All Lateral Adapters shall be manufactured by Leemco, Inc., U.S.A.

LEEMCO HAS A LARGE VARIETY OF LATERAL 
CONNECTION ADAPTERS. PLEASE REFER TO 
OUR IPS AND DIN PRICE LISTS FOR AVAILABLE 
MODELS AND SIZES.

PLEASE VISIT OUR WEBSITE AT LEEMCO.COM

L90-SERIES SELF-RESTRAINED BELL OUTLET ADAPTERS
L90-200: 2” IPS Spigot LAT Inlet x 2” IPS Self-Restrained Bell Outlet
L90-250: 2” IPS Spigot LAT Inlet x 2.5” IPS Self-Restrained Bell Outlet
L90-300: 2” IPS Spigot LAT Inlet x 3” IPS Self-Restrained Bell Outlet

2” L90- & L180-SERIES MPT OUTLET ADAPTERS
L90-215 & L180-215: 2” IPS Spigot LAT Inlet x 1.5” MPT Outlet
L90-220 & L180-220: 2” IPS Spigot LAT Inlet x 2” MPT Outlet
L90-225: 2” IPS Spigot LAT Inlet x 2.5” MPT Outlet
L90-230: 2” IPS Spigot LAT Inlet x 3” MPT Outlet

3” L90- & L180-SERIES MPT OUTLET ADAPTERS
L180-320: 3” IPS Spigot Inlet x 2” MPT Outlet
L90-325 & L180-325: 3” IPS Spigot Inlet x 2.5” MPT Outlet
L90-330 & L180-330: 3” IPS Spigot Inlet x 3” MPT Outlet

2” LF90- & LF180-SERIES FPT OUTLET ADAPTERS
LF90-215 & LF180-215: 2” IPS Spigot LAT Inlet x 1.5” FPT Outlet  
LF90-220 & LF180-220: 2” IPS Spigot LAT Inlet x 2” FPT Outlet

2” LFA-200 & LFA-300 FPT OUTLET ADAPTERS 
LFA-200: 2” IPS Spigot LAT Inlet x 2”  FPT Outlet  
LFA-300: 2” IPS Spigot LAT Inlet x 3” FPT Outlet 

L90 L180

L90

LF90

L180

LF180

TORQUE RATING OUTLET CLAMP: 
2”: 5-10 LB 
2.5”: 10-15 LB 
3”: 10-15 LB 

SUBMITTAL SHEET
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Leemco, Inc.
360 S. Mount Vernon Ave.
Colton, CA  92324
Ph: (909) 422-0088 Fx: (909) 422-0086
leemco.com

LATERAL CONNECTION SYSTEM 
IPS PRODUCTS - LGV-SERIES GLOBE VALVES

VALVE BODY .....................................	CLASS 350 DUCTILE IRON PER ASTM A536, GRADE 65-45-12, AWWA C153  
VALVE MECHANISM .........................	304 STAINLESS STEEL   
PRESSURE RATING ...........................	250 PSI 
EPOXY COATING ..............................	ANSI/AWWA C116/A21.16-09, NSF 61 & CSA Z245.20-98, 10-12 MIL   
HARDWARE .......................................	304 STAINLESS STEEL, OPTIONAL 316 STAINLESS STEEL   
GASKETS ............................................	HIGH GRADE EPDM RUBBER ANSI/AWWA C111/A21.11, RIB-ENFORCED DESIGN   
INSTALLATION ..................................	PER IPS & DIN PIPE STANDARDS 

SPECIFICATION
Lateral to mainline connection shall be made with ductile iron, resilient seated globe valve. Valve body and restraint clamps shall 
be constructed of ductile iron per ASTM A536, Grade 65-45-12. Epoxy coating on all interior and exterior surfaces shall be fusion 
bonded epoxy, 10-12 mil thickness. Valve mechanism and hardware shall be made of 100% 304-Series stainless steel. The valve 
stem shall be fine threaded stainless steel, O-Ring sealed for ease of operation. Valve connection to the mainline fitting shall be 
spigot x bell, mechanically attached and swivel about the base 360 degrees to allow positioning of valve outlet to any desired 
direction. Valve outlet shall be deep bell, gasket and equipped with integrally cast joint restraint clamps to securely fasten pipe 
to the valve. Restraint shall have blunt cast serrations. Machined threaded restraints will not be allowed.  Riser extensions shall 
be stackable. Valve shall have a shroud around the valve stem to accept IPS PVC sleeve. All lateral to mainline transitions shall be 
manufactured by Leemco, Inc., U.S.A. 

LEEMCO HAS A LARGE VARIETY OF LATERAL 
CONNECTION ADAPTERS. PLEASE REFER TO 
OUR IPS AND DIN PRICE LISTS FOR AVAILABLE 
MODELS AND SIZES.

PLEASE VISIT OUR WEBSITE AT LEEMCO.COM

LGV-SB SERIES (SPIGOT X BELL) 

MODEL # INLET OUTLET SHROUD 

LGV-200SB 2” IPS 2” IPS 3” IPS 

LGV-250SB 2.5” IPS 2.5” IPS 4” IPS 

LGV-300SB 3” IPS 3” IPS 4” IPS

LGV-3490 3” IPS 4” IPS 4” IPS

LGV-263SB 2” IPS 63MM DIN 3” IPS

LGV-390SB 90MM DIN 90MM DIN 4” IPS

LGV-9011SB 90MM DIN 110MM DIN 4” IPS

LGV-BB SERIES (BELL X BELL) 

MODEL # INLET OUTLET SHROUD 

LGV-200BB 2” IPS 2” IPS 3” IPS 

LGV-250BB 2.5” IPS 2.5” IPS 4” IPS 

LGV-300BB 3” IPS 3” IPS 4” IPS

LGV-400BB 4” IPS 4” IPS 4” IPS

LGV-66BB 63MM DIN 63MM DIN 3” IPS

LGV-99BB 90MM DIN 90MM DIN 4” IPS

LGV-1111BB 110MM DIN 110MM DIN 4” IPS

TORQUE RATING OUTLET CLAMP: 
2”: 5-10 LB 
2.5”: 10-15 LB 
3”: 10-15 LB 

SUBMITTAL SHEET
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SADDLES 
IPS PRODUCTS

•	 RSLS-SERIES SADDLES SS SINGLE STRAP FOR LV-VALVES

•	 RDLS-SERIES SADDLES SS DOUBLE STRAP FOR LV-VALVES

•	 RSST-SERIES FPT SADDLES WITH SS SINGLE STRAP

•	 RSDT-SERIES FPT SADDLES WITH SS DOUBLE STRAP

•	 RSST-SERIES STAINLESS STEEL LATERAL SADDLES (FPT & ACME)
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SADDLES 
IPS PRODUCTS

DESIGNED FOR PVC & HDPE PIPE 

RSST & RSDT SERIES SADDLES 
•	 3” - 12” IPS Sizes
• 	4” - 16” DPS Sizes
• 	90mm - 450mm Sizes
• 	Ductile iron with FBE (fusion bonded epoxy) coating
• 	Stainless steel strap

 
• 	Stainless steel non-galling nuts
• 	High grade EPDM rubber gasket for leak proof connections
• 	3/4”, 1” and 1-1/2” FPT outlets are available for an  
	 additional charge

RSST SERIES STAINLESS STEEL SADDLES  
•	 1-1/2”, 2”, 2-1/2”, 3” & 4” IPS Sizes (1-1/2” FPT & 1-1/2” ACME outlets) 
•	 63mm, 75mm & 90mm Sizes (1-1/2” FPT, ACME & BSP outlets)
•	 1-1/2” MPT X 2” FPT & 1-1/2 Male ACME x 2” FPT Adapters
•	 100% Durable 316-Series stainless steel construction 
•	 Easy to install 2-Bolt design

 
•	 No torque wrench needed 
•	 Built-in anti-rotation device
•	 Built-in joint restraint system 
•	 Large EPDM rubber gasket area

RSST SERIES DUCTILE IRON SADDLES  
(single stainless steel strap)

RSDT SERIES DUCTILE IRON SADDLES  
(double stainless steel strap)
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SPECIFICATION
Saddle construction shall be made of 316 stainless steel. Saddle shall have a round anti-rotation device that is built within the 
saddle and made to insert into a 1-1/2” cored out hole. Saddles shall have a built-on joint restraint system. Gasket seal shall be 
made of high grade EPDM rubber per ANSI/AWWA C111/A21.11. All saddles shall be manufactured by Leemco, Inc., U.S.A.
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SADDLES 
IPS PRODUCTS

RSLS & RDLS SERIES SADDLES 
•	 3” - 12” IPS Sizes
•	 4” - 16” DPS Sizes
•	 90mm - 450mm Sizes
•	 Ductile iron with FBE (fusion bonded epoxy) coating
•	 Stainless steel strap

 
•	 Stainless steel non-galling nuts
•	 High grade EPDM rubber gasket for leak proof connections
•	 2” LAT bell gasket outlet accepts Leemco lateral angle  
	 valves and accessories

RSLS SERIES DUCTILE IRON SADDLES  
(single stainless steel strap)

RDLS SERIES DUCTILE IRON SADDLES  
(double stainless steel strap)

Angle valves and accessories 
with 2” spigot end inserts into 
the 2” LAT gasket bell outlet as 
shown in picture
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RSDT-SERIES FPT SADDLES  
WITH SS DOUBLE STRAPS
Stainless Steel Double Straps

RSDT-SERIES FPT SADDLES  
WITH SS DOUBLE STRAPS
(continued)

SADDLES 
IPS PRODUCTS	 	 		  	 	

NOTE: Stainless steel lateral saddles do not 
require a torque wrench. 

Stainless steel lateral saddles require 1-1/2” 
port hole.  

MODEL # DESCRIPTION

RSLS-300 3 x 2 LAT Saddle

RSLS-400 4 x 2 LAT Saddle

RSLS-600 6 x 2 LAT Saddle

RSLS-800 8 x 2 LAT Saddle

RSLS-1000 10 x 2 LAT Saddle

RSLS-1200 12 x 2 LAT Saddle

RSLS-SERIES, SADDLES  
SS SINGLE STRAP FOR  
LV-VALVES & ADAPTERS
2” IPS Bell Outlet with  
Stainless Steel Single Strap

RSST-SERIES FPT SADDLES  
WITH SS SINGLE STRAP
Stainless Steel Single Strap

TORQUE RATING FOR SADDLES: 20-25 LB

MODEL # DESCRIPTION

RDLS-300 3 x 2 LAT Saddle

RDLS-400 4 x 2 LAT Saddle

RDLS-600 6 x 2 LAT Saddle

RDLS-800 8 x 2 LAT Saddle

RDLS-1000 10 x 2 LAT Saddle

RDLS-1200 12 x 2 LAT Saddle

RDLS-1400 14 x 2 LAT Saddle (DPS)

RDLS-1600 16 x 2 LAT Saddle (DPS)

RDLS-SERIES SADDLES  
SS DOUBLE STRAP FOR  
LV-VALVES & ADAPTERS
2” IPS Bell Outlet with  
Stainless Steel Double Straps

Torque Rating for Saddles: 20-25 LB

MODEL # DESCRIPTION

RSDT-302 3 x 1 FPT Saddle 

RSDT-303 3 x 1.5 FPT Saddle

RSDT-304 3 x 2 FPT Saddle

RSDT-402 4 x 1 FPT Saddle

RSDT-403 4 x 1.5 FPT Saddle

RSDT-404 4 x 2 FPT Saddle

RSDT-602 6 x 1 FPT Saddle

RSDT-603 6 x 1.5 FPT Saddle

RSDT-604 6 x 2 FPT Saddle

RSDT-802 8 x 1 FPT Saddle

RSDT-803 8 x 1.5 FPT Saddle

RSDT-804 8 x 2 FPT Saddle

(continued)

MODEL # DESCRIPTION

RSST-1505 1.5 x 1/2 FPT SS Saddle

RSST-1507 1.5 x 3/4 FPT SS Saddle

RSST-215 2 x 1.5 FPT SS Saddle

RSST-215A 2 x 1.5 ACME SS Saddle

RSST-2515 2.5 x 1.5 FPT SS Saddle

RSST-2515A 2.5 x 1.5 ACME SS Saddle

RSST-315 3 x 1.5 FPT SS Saddle

RSST-315A 3 x 1.5 ACME SS Saddle

RSST-415 4 x 1.5 FPT SS Saddle

RSST-415A 4 x 1.5 ACME SS Saddle

MA-152 1.5 MPT x 2 FPT SS Adapter

MA-152A 1.5 ACME x 2 FPT SS Adapter

STAINLESS STEEL LATERAL  
SADDLES (FPT & ACME)

MODEL # DESCRIPTION

RSDT-1002 10 x 1 FPT Saddle

RSDT-1003 10 x 1.5 FPT Saddle

RSDT-1004 10 x 2 FPT Saddle

RSDT-1202 12 x 1 FPT Saddle

RSDT-1203 12 x 1.5 FPT Saddle

RSDT-1204 12 x 2 FPT Saddle

RSDT-1206 12 x 3 FPT Saddle

RSDT-1404D 14 x 2 FPT Saddle (DPS)

RSDT-1406D 14 x 3 FPT Saddle (DPS)

RSDT-1604D 16 x 2 FPT Saddle (DPS)

RSDT-1606D 16 x 3 FPT Saddle (DPS)

NOTE: FOR SEALING ALL 
STAINLESS STEEL FPT AND MPT 
THREADS, IPS WELD-ON WHITE 
SEAL PLUS IS RECOMMENDED.  
(SOLD BY OTHERS)

MODEL # DESCRIPTION

RSST-302 3 x 1 FPT Saddle

RSST-303 3 x 1.5 FPT Saddle

RSST-304 3 x 2 FPT Saddle

RSST-402 4 x 1 FPT Saddle

RSST-403 4 x 1.5 FPT Saddle

RSST-404 4 x 2 FPT Saddle

RSST-602 6 x 1 FPT Saddle

RSST-603 6 x 1.5 FPT Saddle

RSST-604 6 x 2 FPT Saddle

RSST-802 8 x 1 FPT Saddle

RSST-803 8 x 1.5 FPT Saddle

RSST-804 8 x 2 FPT Saddle

RSST-1002 10 x 1 FPT Saddle

RSST-1003 10 x 1.5 FPT Saddle

RSST-1004 10 x 2 FPT Saddle

RSST-1202 12 x 1 FPT Saddle

RSST-1203 12 x 1.5 FPT Saddle

RSST-1204 12 x 2 FPT Saddle
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Leemco, Inc.
360 S. Mount Vernon Ave.
Colton, CA  92324
Ph: (909) 422-0088 Fx: (909) 422-0086
leemco.com

SADDLES 
IPS PRODUCTS - SADDLES		  	 	

SADDLE BODIES ...............................	CLASS 350 DUCTILE IRON PER ASTM A536, GRADE 65-45-12, AWWA C153   
STAINLESS STRAP ............................	304 STAINLESS STEEL PER ASTM A240, PACIFIED FOR CORROSION RESISTANCE 
HARDWARE ......................................	 304 STAINLESS STEEL, OPTIONAL 316 STAINLESS STEEL  
PRESSURE RATING ...........................	250 PSI  
EPOXY COATING ..............................	ANSI/AWWA C116/A21.16-09, NSF 61 & CSA Z245.20-98, 10-12 MIL  
GASKETS ...........................................	HIGH GRADE EPDM RUBBER ANSI/AWWA C111/A21.11  
INSTALLATION ..................................	PER IPS & DIN PIPE STANDARDS 

SPECIFICATION
Saddle bodies shall be constructed of ductile iron per ASTM A536, Grade 65-45-12, AWWA C153 standards. RSST, RSDT, 
RSLS- and RDLS-Series straps, and hardware shall be 304 stainless steel. Saddle gaskets shall be constructed of high grade 
EPDM rubber per ANSI/AWWA C111/A21.11 standards. Epoxy coating shall be 10-12MM thick to protect against corrosive 
soils. 2” LAT Bell outlet accepts Leemco lateral connections. All saddles shall be manufactured by Leemco, Inc., U.S.A. 

LEEMCO HAS A LARGE VARIETY OF  
SADDLES AND ACCESSORIES

PLEASE VISIT OUR WEBSITE AT LEEMCO.COM

RSST-Series (IPS & DIN) RSDT-Series (IPS & DIN) 

RSLS-Series (IPS & DIN) RDLS-Series (IPS & DIN) 

SUBMITTAL SHEET

TORQUE RATING FOR SADDLES: 20-25 LB
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Leemco, Inc.
360 S. Mount Vernon Ave.
Colton, CA  92324
Ph: (909) 422-0088 Fx: (909) 422-0086
leemco.com

SADDLES 
IPS PRODUCTS - STAINLESS STEEL SADDLES 	

SADDLE BODIES ...............................	316 STAINLESS STEEL PER ASTM A240, PACIFIED FOR CORROSION RESISTANCE 
HARDWARE ......................................	 316 STAINLESS STEEL PER ASTM A240, PACIFIED FOR CORROSION RESISTANCE 
PRESSURE RATING ...........................	250 PSI  
GASKETS ...........................................	HIGH GRADE EPDM RUBBER PER ANSI/AWWA C111/A21.11  
SIZES ..................................................	 1-1/2”, 2”, 2-1/2”, 3”, 4” IPS SIZES (1-1/2” FPT OR 1-1/2” ACME OUTLETS) 
SIZES ..................................................	 63MM & 90MM SIZES (1-1/2” FPT, ACME OR BSP OUTLETS)  
INSTALLATION ..................................	PER IPS & METRIC PIPE STANDARDS 

SPECIFICATION
Saddle construction shall be made of 316 stainless steel. Saddle shall have a round anti-rotation device that is built within 
the saddle and made to insert into a 1-1/2” cored out hole. Saddles shall have a built-on joint restraint system. Gasket seal 
shall be made of high grade EPDM rubber per ANSI/AWWA C111/A21.11. All saddles shall be manufactured by Leemco, 
Inc., U.S.A. 

LEEMCO HAS A LARGE VARIETY OF SADDLES 
AND ACCESSORIES.

PLEASE VISIT OUR WEBSITE AT LEEMCO.COM

IPS MODELS METRIC MODELS 

MODEL # DESCRIPTION

RSST-1505 1.5 x 1/2 FPT SS Saddle

RSST-1507 1.5 x 3/4 FPT SS Saddle

RSST-215 2 x 1.5 FPT SS Saddle

RSST-215A 2 x 1.5 ACME SS Saddle

RSST-2515 2.5 x 1.5 FPT SS Saddle

RSST-2515A 2.5 x 1.5 ACME SS Saddle

RSST-315 3 x 1.5 FPT SS Saddle

RSST-315A 3 x 1.5 ACME SS Saddle

RSST-415 4 x 1.5 FPT SS Saddle

RSST-415A 4 x 1.5 ACME SS Saddle

MA-152 1.5 MPT x 2 FPT SS Adapter

MA-152A 1.5 ACME x 2 FPT SS Adapter

MODEL # DESCRIPTION

RSST-6315 63mm x 1-1/2” FPT SS Saddle

RSST-6315A 63mm x 1-1/2” ACME SS Saddle

RSST-6315B 63mm x 1-1/2” BSP SS Saddle

RSST-9015 90mm x 1-1/2” FPT SS Saddle

RSST-9015A 90mm x 1-1/2” ACME SS Saddle

RSST-9015B 90mm x 1-1/2” BSP SS Saddle 

SUBMITTAL SHEET
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STAINLESS STEEL VALVES 
IPS PRODUCTS	 	 		  	 	

•	 L2 STAINLESS STEEL QUICK COUPLING VALVES  
	 (FPT & ACME INLETS)
•	 THREADED BALL VALVES (FPT)
•	 THREADED GATE VALVES (FPT)

C
A

T.
 C



80 

STAINLESS STEEL VALVES 
IPS PRODUCTS - L2 QCV PRODUCTS

Gauge 
(sold by others)

Clockwise - ON 
Counter-Clockwise - OFF

Key and QC Valve can be 
connected with included 
safety cable and connectors

Key pushes on valve in 
any position and allows 
full 360 degree rotation

Purple  
Locking Cap   

OFF ON

L2 QUICK COUPLING VALVE KEY
•	 100% durable stainless steel construction
•	 L2 ‘Latch & Lock’ safety technology
•	 No turning required - simply push and lock into place
•	 Moving lever clockwise to the ON position locks Key to
	 QC Valve body and desired water flow can be controlled
•	 Moving lever counter-clockwise to the OFF position unlocks
	 QC Valve and Key can be safely removed
•	 Hose swivel available in 3/4” or 1” MGHT outlet
•	 Hose swivel accepts pressure gauge (sold by others)

L2 QUICK COUPLING VALVE
•	 100% durable stainless steel construction
•	 L2 ’Latch and Lock’ safety technology
•	 Spigot outlet accepts L2 valve key
•	 Available in 1” NPT or ACME female inlet
•	 Available yellow or purple locking caps

Internal pin 
securely locks Key 
into Valve slot

Yellow  
Locking Cap

L2QCV-KEY: Valve key 
L2QCV-SWIVEL-007: 3/4” hose swivel elbow 
L2QCV-SWIVEL-010: 1” hose swivel elbow

L2QCV-FPT-Y: Valve, FPT inlet, yellow cap 
L2QCV-FPT-P: Valve, FPT inlet, purple cap 
L2QCV-ACME-Y: Valve, ACME inlet, yellow cap 
L2QCV-ACME-P: Valve, ACME inlet, purple cap

STA
IN

LE
SS STE

E
L V

A
LV

E
S

C
A

T. C



leemco.com  81

STAINLESS STEEL VALVES 
IPS PRODUCTS - BALL, GATE & CURB STOP VALVES

BALL VALVES (FPT)
•	 1/2” - 4” available sizes
•	 Lead free 304 and 316 stainless steel construction
•	 Durable stainless steel lever handle
•	 1000 PSI CWP (cold working pressure)
• 	500 PSI SWP (steam working pressure)

SPECIFICATION
All ball valves shall be constructed of 304 or 316 stainless 
steel. Bronze or brass ball valves will not be allowed. All 
ball valves shall be manufactured by Leemco, Inc., U.S.A.

CURB STOP VALVES (FPT)
•	 3/4” - 2” available sizes
•	 Lead free 316 stainless steel construction
•	 1000 PSI CWP rating (cold working pressure)
•	 500 PSI SWP (steam working pressure)

SPECIFICATION
All curb stop valves shall be constructed of 316 stainless 
steel. Bronze or brass curb stop valve will not be  
allowed. All curb stop valves shall be manufactured  
by Leemco, Inc., U.S.A.

GATE VALVES (FPT)
•	 1” - 4” available sizes
• 	Lead free 304 and 316 stainless steel construction
• 	Durable stainless steel x-top or wheel handle
• 	200 PSI rating

SPECIFICATION
All gate valves shall be constructed of 304 or 316 stainless 
steel. Bronze or brass gate valves will not be allowed. 
Valve cross handle or wheel handle shall be constructed 
of 304 or 316 stainless steel. All gate valves shall be 
manufactured by Leemco, Inc., U.S.A.LEAD FREE

LEAD FREE

LEAD FREE
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STAINLESS STEEL  
FPT GATE VALVES 

STAINLESS STEEL  
FPT GATE VALVES
(Continued)

STAINLESS STEEL VALVES 
IPS PRODUCTS

NOTE: 316 stainless steel is “Special Order”. 
Please allow 60-90 days.

MODEL # DESCRIPTION

L2QCV-FPT-Y 1” FPT Inlet, Yellow Cap

L2QCV-FPT-P 1” FPT Inlet, Purple Cap

L2QCV-ACME-Y 1” ACME Inlet, Yellow Cap

L2QCV-ACME-P 1” FPT ACME, Purple Cap

L2QCV-KEY Bell gasket inlet, 1.25” FPT 

Outlet

L2QCV-
SWIVEL-007 

1.25” MPT Inlet, 3/4” MGHT 
Outlet

L2QCV-
SWIVEL-010

1.25” MPT Inlet, 1” MGHT 
Outlet

L2 STAINLESS STEEL  
QUICK COUPLING  
VALVES

MODEL # DESCRIPTION

LBT0505SS304 1/2, Ball Valve, 304 SS

LBT0505SS316 1/2, Ball Valve, 316 SS

LBT075075SS304 3/4, Ball Valve, 304 SS

LBT075075SS316 3/4, Ball Valve, 316 SS

LBT11SS304 1, Ball Valve, 304 SS

LBT11SS316 1, Ball Valve, 316 SS

LBT125125SS304 1.25, Ball Valve, 304 SS

LBT125125SS316 1.25, Ball Valve, 316 SS

LBT1515SS304 1.5, Ball Valve, 304 SS

LBT1515SS316 1.5, Ball Valve, 316 SS

LBT22SS304 2, Ball Valve, 304 SS

LBT22SS316 2, Ball Valve, 316 SS

LBT2525SS304 2.5, Ball Valve, 304 SS

LBT2525SS316 2.5, Ball Valve, 316 SS

LBT33SS304 3, Ball Valve, 304 SS

LBT33SS316 3, Ball Valve, 316 SS

LBT44SS304 4, Ball Valve, 304 SS

LBT44SS316 4, Ball Valve, 316 SS

STAINLESS STEEL FPT  
BALL VALVES (2-PIECE)

MODEL # DESCRIPTION

LGT11SS304X 1, Gate Valve, 304 SS, X

LGT11SS304W 1, Gate Valve, 304 SS, W

LGT11SS316X 1, Gate Valve, 316 SS, X

LGT11SS316W 1, Gate Valve, 316 SS, W

LGT1515SS304X 1.5, Gate Valve, 304 SS, X

LGT1515SS304W 1.5, Gate Valve, 304 SS, W

LGT1515SS316X 1.5, Gate Valve, 316 SS, X

LGT1515SS316W 1.5, Gate Valve, 316 SS, W

LGT22SS304X 2, Gate Valve, 304 SS, X

LGT22SS304W 2, Gate Valve, 304 SS, W

LGT22SS316X 2, Gate Valve, 316 SS, X

LGT22SS316W 2, Gate Valve, 316 SS, W

LGT2525SS304X 2.5, Gate Valve, 304 SS, X

LGT2525SS304W 2.5, Gate Valve, 304 SS, W

LGT2525SS316X 2.5, Gate Valve, 316 SS, X

LGT2525SS316W 2.5, Gate Valve, 316 SS, W

LGT33SS304X 3, Gate Valve, 304 SS, X

LGT33SS304W 3, Gate Valve, 304 SS, W

LGT33SS316X 3, Gate Valve, 316 SS, X

LGT33SS316W 3, Gate Valve, 316 SS, W

(Continued)

MODEL # DESCRIPTION

LGT44SS304X 4, Gate Valve, 304 SS, X

LGT44SS304W 4, Gate Valve, 304 SS, W

LGT44SS316X 4, Gate Valve, 316 SS, X

LGT44SS316W 4, Gate Valve, 316 SS, W

MODEL # DESCRIPTION

LCT-075075SS316 3/4, Curb Stop Valve, 316 SS

LCT-11SS316 1, Curb Stop Valve, 316 SS

LCT-11SS316-AV 1, Angle Curb Stop, 316 SS

LCT-1515SS316 1.5, Curb Stop Valve, 316 SS

LCT-22SS316 2, Curb Stop Valve, 316 SS

BALL VALVE PRESSURE RATING:  
1000 PSI CWP (cold working pressure), WOG 
500 PSI SWP (steam working pressure)

NOTE: 316 stainless steel is “Special Order”. 
Please allow 60-90 days.

X = CROSS TOP 
W = WHEEL HANDLE
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STAINLESS STEEL FPT CURB  
STOP VALVES (2-PIECE)
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Leemco, Inc.
360 S. Mount Vernon Ave.
Colton, CA  92324
Ph: (909) 422-0088 Fx: (909) 422-0086
leemco.com

STAINLESS STEEL VALVES 
IPS PRODUCTS - L2 QUICK COUPLING VALVE, KEY & SWIVEL	 	 	

VALVE BODY .....................................	304 SERIES STAINLESS STEEL   
VALVE KEY SEAL ..............................	HIGH QUALITY EPDM RUBBER, ANSI/AWWA C111/A21.11I 
SWIVEL ELBOW ................................	304 SERIES STAINLESS STEEL  

SPECIFICATION
All L2 quick coupling valves and keys shall be made of 100% 304-Series stainless steel and EPDM rubber seals. Quick 
coupling valves shall be provided for potable water (yellow cover) or for reclaimed water (purple cover). All L2 hose swivel 
elbows shall be made of 100% 304-Series stainless steel with 360 degree outlet to accommodate 3/4” or 1” male garden 
hose connection. Swivels elbows shall be tapped to accept pressure gauges. All quick coupling valves and keys shall be 
manufactured by Leemco, Inc., U.S.A. 

LEEMCO HAS A LARGE VARIETY OF  
FITTINGS AND VALVE ACCESSORIES.

PLEASE VISIT OUR WEBSITE AT LEEMCO.COM

L2QCV-FPT-Y  
304 stainless steel body 
1” FPT Bottom Inlet 
Yellow Locking Cap

L2QCV-ACME-Y  
304 stainless steel body 
1” ACME Bottom Inlet 
Yellow Locking Cap

L2QCV-ACME-P  
304 stainless steel body 
1” ACME Bottom Inlet 
Purple Locking Cap

L2 swivel elbows 
accept pressure 
gauges.  
(Sold by others) 

L2QCV-FPT-P  
304 stainless steel body 
1” FPT Bottom Inlet 
Purple Locking Cap

L2QCV-KEY   
304 stainless steel body
Gasket inlet, 1-1/4” FPT 
outlet

L2QCV-SWIVEL-007
304 stainless steel  
1-1/4” MPT inlet 
3/4” MGHT outlet 

L2QCV-SWIVEL-010 
304 stainless steel 
1-1/4” MPT inlet 
1” MGHT outlet 

SUBMITTAL SHEET

ST
A

IN
LE

SS
 S

TE
E

L 
V

A
LV

E
S

C
A

T.
 C



84 

Leemco, Inc.
360 S. Mount Vernon Ave.
Colton, CA  92324
Ph: (909) 422-0088 Fx: (909) 422-0086
leemco.com

STAINLESS STEEL VALVES 
IPS PRODUCTS - LBT-XXSS FULL-PORT BALL VALVE	 	 	

SIZES ..................................................	1/2” - 3/4” - 1” - 1-1/4” - 1-1/2” - 2” - 2-1/2” - 3” - 4”  
VALVE BODY .....................................	CLASS 125, 304 STAINLESS STEEL (316 SERIES - SPECIAL ORDER) 
LEVER HANDLE ................................	CLASS 125, 304 STAINLESS STEEL (316 SERIES - SPECIAL ORDER) 
BALL ...................................................	304 STAINLESS STEEL (316 SERIES - SPECIAL ORDER) 
SEAT RING .........................................	CLASS 125, 304 STAINLESS STEEL (316 SERIES - SPECIAL ORDER) 
WORKING PRESSURE ......................	1000 PSI 
INSTALLATION ..................................	PER IPS PIPE STANDARDS

SPECIFICATION
All ball valves shall be constructed of 304 or 316 stainless steel. Bronze or brass ball valves will not be allowed. All ball 
valves shall be manufactured by Leemco, Inc., U.S.A.

LEEMCO HAS A LARGE VARIETY OF 
PRODUCTS.

PLEASE VISIT OUR WEBSITE AT LEEMCO.COM

Class 125 (304 Stainless Steel) 
NOTE: 316 series stainless steel 
is available upon request and is a 
special order.

LEAD FREE

SUBMITTAL SHEET
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Leemco, Inc.
360 S. Mount Vernon Ave.
Colton, CA  92324
Ph: (909) 422-0088 Fx: (909) 422-0086
leemco.com

STAINLESS STEEL VALVES 
IPS PRODUCTS - LGT-XXSS GATE VALVE	 	 	

SIZES ..................................................	1” - 1-1/2” - 2” - 2-1/2” - 3” - 4”   
VALVE BODY .....................................	CLASS 125, 304 STAINLESS STEEL (316 SERIES - SPECIAL ORDER) 
VALVE BONNET .............................	 CLASS 125, 304 STAINLESS STEEL (316 SERIES - SPECIAL ORDER)I 
VALVE STEM .....................................	 304 STAINLESS STEEL (316 SERIES - SPECIAL ORDER) 
HANDLE .............................................	304 STAINLESS STEEL (316 SERIES - SPECIAL ORDER) 
WEDGE ..............................................	304 STAINLESS STEEL (316 SERIES - SPECIAL ORDER) 
PACKING ...........................................	HIGH GRADE ARAMID FIBERS WITH GRAPHITE 
PRESSURE RATING ..........................	 200 PSI 
INSTALLATION ..................................	PER IPS PIPE STANDARDS 

SPECIFICATION
All gate valves shall be constructed of 304 or 316 stainless steel. Bronze or brass gate valves will not be allowed. Valve cross 
handle or wheel handle shall be constructed of 304 or 316 stainless steel. All gate valves shall be manufactured by Leemco, 
Inc., U.S.A.

LEEMCO HAS A LARGE VARIETY OF 
PRODUCTS.

PLEASE VISIT OUR WEBSITE AT LEEMCO.COM

Class 125 (304 Stainless Steel) 
NOTE: 316 series stainless steel 
is available upon request and is a 
special order.

LEAD FREE

SUBMITTAL SHEET
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Leemco, Inc.
360 S. Mount Vernon Ave.
Colton, CA  92324
Ph: (909) 422-0088 Fx: (909) 422-0086
leemco.com

SIZES ..................................................	3/4”, 1”, 1” ANGLE, 1-1/2”, 2”  
VALVE BODY .....................................	316 SERIES STAINLESS STEEL 
LEVER HANDLE ................................	316 SERIES STAINLESS STEEL 
BALL ...................................................	POLISHED 316 STAINLESS STEEL 
SEAT RING .........................................	REINFORCED PTFE
WORKING PRESSURE ......................	1000 PSI WOG  

SPECIFICATION
All curb stop valves shall be constructed of 316 stainless steel. Bronze or brass curb stop valves will not be allowed. All curb 
stop valves shall be manufactured by Leemco, Inc., U.S.A.

LEAD FREE

SUBMITTAL SHEET

STAINLESS STEEL VALVES 
IPS PRODUCTS - LCT-XXSS FULL-PORT CURB STOP VALVES	 	 	

LEEMCO HAS A LARGE VARIETY OF 
PRODUCTS.

PLEASE VISIT OUR WEBSITE AT LEEMCO.COM
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MODEL # DESCRIPTION

LCT075075SS316 3/4” Curb Stop, 316 Stainless Steel 

LCT11SS316 1” Curb Stop, 316 Stainless Steel 

LCT11SS316AV 1” Curb Stop, 316 Stainless Steel, Angle Valve 

LCT1515SS316 1-1/2” Curb Stop, 316 Stainless Steel

LCT22SS316 2” Curb Stop, 316 Stainless Steel

316 SERIES STAINLESS STEEL 
PRESSURE RATING - 1000 PSI WOG



leemco.com  87

Leemco, Inc.
360 S. Mount Vernon Ave.
Colton, CA  92324
Ph: (909) 422-0088 Fx: (909) 422-0086
leemco.com

BRASS VALVES 
IPS PRODUCTS - LBT-XXB FULL-PORT BRASS BALL VALVES	 	 	

SIZES ..................................................	1”, 1-1/2”, 2”,  2-1/2” - 3”, 4”  
VALVE BODY .....................................	FORGED BRASS C46500 
LEVER HANDLE ................................	316 SERIES STAINLESS STEEL 
BALL ...................................................	CHROME PLATED BRASS C46500 (1” - 2-1/2”), 316 STAINLESS STEEL (3” - 4”) 
SEAT RING .........................................	REINFORCED PTFE
WORKING PRESSURE ......................	1” - 2-1/2” SIZES 600 PSI WOG,  - 3” - 4” SIZES 400 PSI WOG  

SPECIFICATION
All brass ball valves shall include 316 stainless steel lever handle. Pressure rating shall be 1” - 2-1/2” (600 PSI WOG), 3” - 4” 
(400 PSI WOG). All brass ball valves shall be manufactured by Leemco, Inc., U.S.A.

LEEMCO HAS A LARGE VARIETY OF 
PRODUCTS.

PLEASE VISIT OUR WEBSITE AT LEEMCO.COM

LEAD FREE

SUBMITTAL SHEET
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MODEL # DESCRIPTION

LBT11B 1” Ball Valve, Brass 

LBT1515B 1-1/2” Ball Valve, Brass 

LBT22B 2” Ball Valve, Brass 

LBT2525B 2-1/2” Ball Valve, Brass 

LBT33B 3” Ball Valve, Brass 

LBT44B 4” Ball Valve, Brass 

316 SERIES BRASS LOCKING LEVER HANDLE 
PRESSURE RATING - 1” - 2-1/2” 600 WOG, 3” - 4” 400 WOG
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MAINLINE RESILIENT WEDGE GATE VALVES 
IPS PRODUCTS	 	 	

•	 LMV (SPIGOT X BELL)
•	 LMV (BELL X BELL)
•	 LMV (FLANGE X FLANGE)
•	 LMV (MJ X MJ) 
•	 LMV (FPT X FPT)
•	 LMV-XXBBHDSS SERIES RESILIENT WEDGE GATE VALVE KIT  
	 (FOR HDPE PIPE)

C
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 D
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MAINLINE RESILIENT WEDGE GATE VALVES 
IPS PRODUCTS

LMV-SB SERIES GATE VALVES  
The Spigot x Bell version is designed for the spigot end to insert into a Leemco 
gasket tee as shown in picture. The valve links restrain to the ears on the gasket 
tee for a secure connection. The gasket bell end has self-restrained clamps that 
fasten to plastic pipe. All connections are mechanically held and there is no need 
for thrust blocks. Installation is quick and reliable which saves valuable time and 
labor. 

 
LMV-BB SERIES VALVES
The Bell x Bell version provides in-line isolation where the location is not  
near a mainline ductile iron fitting. Both bell ends have the proprietary  
Leemco self-restrained clamps that securely fasten the pipe to the valve. 

DEEP BELL, SELF-RESTRAINED VALVE OUTLET 
The deep bell, self-restrained, gasket outlet has blunt cast serrations which are 
specifically designed not to damage the plastic pipe surface. The Leemco gasket 
is made of high grade EPDM rubber and unique “U-CUP” design. Gasket ribbed 
segments assure compression against side walls to seal under low and high 
pressures. 

DURABLE DUCTILE IRON BODY
Valve body and outlet clamp are made of durable ductile iron and have a fused 
epoxy finish inside and out, to withstand corrosive soils and acidic water created 
by chemical injector and sulfur burner systems.

QUALITY VALVE MECHANISM
Non-rising bronze stem is sealed with a lifetime lubricated high grade EPDM 
rubber O-ring. Resilient wedge is made of ductile iron with EPDM rubber seal for 
drip tight shut-off.   

TOP VALVE SHROUD
Slotted skirt atop the valve is designed for IPS sleeve to protect 2” operating nut 
from dirt and debris. Two opposing holes in the shroud can be used to lift and 
place valve assembly into trench. 

BOTTOM VALVE FEET
Feet on bottom of valve are designed to keep valve upright on flat surfaces for 
ease of warehouse or container storage. 

NOTE: 304-Series stainless steel hardware is standard. 316-Series stainless steel 
hardware is available for an additional charge. Please call Leemco for pricing.

LEEMCO HAS A LARGE VARIETY OF VALVE 
ACCESSORIES.

PLEASE VISIT OUR WEBSITE AT LEEMCO.COM
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MAINLINE RESILIENT WEDGE GATE VALVES 
IPS PRODUCTS

PART SPECIFICATION PART SPECIFICATION 

1  Valve Body Ductile Iron, ASTM A546 14  Spacer Nylon 1010  

2  Resilient  Wedge Ductile Iron, ASTM A546 EPDM 15  Gland Flange Ductile Iron, ASTM A546 

3  Stem (Wedge) Nut Bronze ASTM B584  16  Gasket EPDM, ASTM D2000

4  Bonnet  Ductile Iron, ASTM A546 17  Square Operating Nut Ductile Iron, ASTM A546 

5  Bonnet Gasket  EPDM, ASTM D2000 18  Hex Head Bolts Stainless Steel ASTM 276 

6  Stem Stainless Steel ASTM 276 19  Washer Stainless Steel ASTM 276

7  Stem O-Ring EPDM, ASTM D2000 20  Hex Head Bolts Stainless Steel ASTM 276 

8  Lower Thrust Washer Nylon 1010 21  Hex Head Bolts Stainless Steel ASTM 276

9  Flat Washer EPDM, ASTM D2000 22  Clamp  Ductile Iron, ASTM A546  

10  Split Ring Stainless Steel ASTM 276 23  Hex Head Bolts Stainless Steel ASTM 276

11  Flat Washer Stainless Steel ASTM 276 24  Nut   Stainless Steel ASTM 276 

12  O-Ring EPDM, ASTM D2000 25  Flat Washer Stainless Steel ASTM 276 

13  O-Ring EPDM, ASTM D2000

SIZE SPIGOT X BELL BELL X BELL  DIMENSIONS (INCHES)

MODEL L MODEL L H h G1 G2 D1 D2 D3 D4

2 x 2 LMV-11SB 11.1 LMV-11BB 11.7 10.2 1.9 3.0 2.4 2.6 2.6 2.0 2.4

2 x 3 LMV-13SB 12.0 9.8 2.8 3.3 2.4 3.7 3.7 2.0 2.4

2.5 x 2.5 LMV-22SB 11.8 3 LMV-22BB 11.8 11.0 2.3 3.0 2.6 3.1 3.1 2.6 2.9

2.5 x 3 LMV-23SB 12.2 11.0 2.8 3.3 2.6 3.7 3.7 2.6 2.9

3 x 3 LMV-33SB & DLM-99SB 12.9 LMV-33BB & DLMV-99BB 19.1 12.9 2.8 4.3 2.8 3.7 3.5 3.1 3.5

3 x 4 LMV-34SB & DLMV-911SB 14.5 LMV-34BB & DLMV-911BB 22.5 12.9 3.1 5.1 2.8 4.8 3.5 3.1 3.5

4 x 4 LMV-44SB & DLMV-1111SB 14.2 LMV-44BB & DLMV-1111BB 22.0 13.8 3.1 5.1 3.0 4.8 4.5 3.9 4.5

6 x 6 LMV-66SB & DLMV-1616SB 18.1 LMV-66BB & DLMV-1616BB 27.1 17.4 4.3 6.2 3.5 6.9 6.6 5.9 6.6

8 x 8 LMV-88SB & DLMV-2020SB 20.8 LMV-88BB & DLMV-2020BB 30.7 20.7 5.5 7.2 3.9 9.1 8.6 7.9 8.6

10 x 10 LMV-1010SB & DLMV-2525SB 22.7 LMV-1010BB & DLMV-2525BB 34.7 24.9 6.9 7.7 4.3 11.1 10.7 9.8 10.7

12 x 12 LMV-1212SB & DLMV-3232SB 25.0 LMV-1212BB & DLMV-3232BB 37.3 27.5 7.9 8.6 4.7 13.1 12.7 11.8 12.7

L
G1

G2

H
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Leemco, Inc.
360 S. Mount Vernon Ave.
Colton, CA  92324
Ph: (909) 422-0088 Fx: (909) 422-0086
leemco.com

MAINLINE RESILIENT WEDGE GATE VALVES 
IPS PRODUCTS - LMV- & DLMV-SERIES

MAINLINE GATE VALVES  
FOR IPS, DPS &  
DIN PLASTIC PIPE 

MATERIAL ..........................................	CLASS 350 DUCTILE IRON PER ASTM A536, GRADE 65-45-12, AWWA C509 
PRESSURE RATING ...........................	 250 PSI  
EPOXY COATING .............................	 ANSI/AWWA C116/A21.16-09, NSF 61 & CSA Z245.20-98, 12-14 MIL 
RESTRAINT HARDWARE .................	304 STAINLESS STEEL, OPTIONAL 316 STAINLESS STEEL 
GASKETS ...........................................	 HIGH GRADE EPDM RUBBER ANSI/AWWA C111/A21.11, RIB-ENFORCED DESIGN 
INSTALLATION ..................................	PER IPS & DIN PIPE STANDARDS   

LMV-SB (IPS) SERIES (SPIGOT X BELL)  

MODEL # SPIGOT BELL SHROUD 

LMV-11SB  2” IPS 2” IPS 4” IPS 

LMV-13SB 2” IPS” 3” IPS 4” IPS 

LMV-22SB 2.5” IPS 2.5” IPS 4” IPS  

LMV-23SB 2.5” IPS 3” IPS 4” IPS  

LMV-33SB 3” IPS 3” IPS 6” IPS 

LMV-44SB 4” IPS 4” IPS 6” IPS 

LMV-66SB 6” IPS 6” IPS 6” IPS 

LMV-88SB 8” IPS 8” IPS 6” IPS

LMV-1010SB 10” IPS 10” IPS 6” IPS

LMV-1212SB 12” IPS 12” IPS 6” IPS

LMV-BB (IPS & DPS) SERIES (BELL X BELL)

MODEL # BELL BELL SHROUD 

LMV-11BB   2” IPS 2” IPS 4” IPS 

LMV-22BB  2.5” IPS 2.5” IPS 4” IPS 

LMV-33BB  3” IPS 3” IPS 6” IPS 

LMV-34BB  3” IPS 4” IPS 6” IPS 

LMV-44BB 4” IPS 4” IPS 6” IPS 

LMV-66BB 6” IPS 6” IPS 6” IPS 

LMV-88BB 8” IPS 8” IPS 6” IPS 

LMV-1010BB 10” IPS 10” IPS 6” IPS

LMV-1212BB 12” IPS 12” IPS 6” IPS

LMV-1414BB 14” DPS 14” DPS 6” IPS

LMV-1616BB 16” DPS 16” DPS 6” IPS

LMV-SB (DIN) SERIES (SPIGOT X BELL)  

MODEL # SPIGOT  BELL SHROUD 

DLMV-99SB 90MM 90MM 6” IPS 

DLMV-911SB 90MM 110MM 6” IPS 

DLMV-1111SB 110MM 110MM  6” IPS 

DLMV-1616SB 160MM 160MM 6” IPS 

DLMV-2020SB 200MM 200MM  6” IPS 

DLMV-2525SB 250MM 250MM  6” IPS 

DLMV-3232SB 315MM 315MM 6” IPS 

LMV-BB (DIN) SERIES (BELL X BELL)  

MODEL # BELL BELL SHROUD 

DLMV-99BB 90MM 90MM 6” IPS 

DLMV-911BB 90MM 110MM 6” IPS 

DLMV-1111BB 110MM 110MM  6” IPS 

DLMV-1616BB 160MM 160MM 6” IPS 

DLMV-2020BB 200MM 200MM  6” IPS 

DLMV-2525BB 250MM 250MM  6” IPS 

DLMV-3232BB 315MM 315MM 6” IPS 

SPECIFICATION
All mainline valves shall be resilient wedge and conform to AWWA C153 standards. 
Material shall be ductile iron per ASTM A536, Grade 65-45-12. Epoxy coating on all 
interior and exterior surfaces shall be fusion bonded epoxy, 12-14 mil thickness. The 
epoxy coating shall pass 90-Day immersion tests per CSA Z245.20-98. Gate valves 
shall be available in spigot x bell and bell x bell models to mechanically connect to 
fittings or plastic pipe. Valve bell end shall be deep bell, gasket and equipped with cast 
joint restraint clamps to securely fasten to plastic pipe. Restraints shall have blunt cast 
serrations. Machined threaded restraints will not be allowed. Valves shall have a shroud 
around the 2” operating nut to accept IPS PVC sleeve which provides dirt-free access to 
actuate the valve. All mainline valves shall be as manufactured by Leemco, Inc., U.S.A. 

NOTE: Joint restraints are sold separately for 
14” and 16” models. 
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Leemco, Inc.
360 S. Mount Vernon Ave.
Colton, CA  92324
Ph: (909) 422-0088 Fx: (909) 422-0086
leemco.com

MAINLINE RESILIENT WEDGE GATE VALVES 
IPS PRODUCTS - LMV- & DLMV-SERIES FLANGED

LEEMCO HAS A LARGE VARIETY OF VALVE 
ACCESSORIES.

PLEASE VISIT OUR WEBSITE AT LEEMCO.COM

SUBMITTAL SHEET

RESILIENT WEDGE  
MAINLINE GATE VALVES
FOR IPS, DPS & DIN  
METRIC PLASTIC PIPE

MATERIAL ..........................................	CLASS 350 DUCTILE IRON PER ASTM A536, GRADE 65-45-12,  
		  AWWA C509 OR C515 STANDARDS 
PRESSURE RATING ..........................	 250 PSI 
EPOXY COATING .............................	 ANSI/AWWA C116/A21.16-09, NSF 61 & CSA Z245.20-98, 12-14 MIL 
FLANGED ENDS ...............................	CONFORM WITH ANSI B16.1 CLASS 125 (IPS & DPS)  
GASKETS/O-RINGS ..........................	HIGH GRADE EPDM RUBBER ANSI/AWWA C111/A21.11   
DEFLECTION .....................................	5 DEGREES 
INSTALLATION ..................................	PER IPS, DPS & DIN PIPE STANDARDS

SPECIFICATION
All mainline valves shall be resilient wedge and conform to AWWA C509 or C515 standards. Material shall be ductile iron 
per ASTM A536, Grade 65-45-12. Epoxy coating on all interior and exterior surfaces shall be fusion bonded epoxy, 12-14 mil 
thickness. The epoxy coating shall pass 90-Day immersion tests per CSA Z245.20-98. Flanged valve ends shall be class 125 
for IPS and DPS sizes. Valves shall have a shroud around the 2” operating nut to accept IPS PVC sleeve which provides dirt-
free access to actuate the valve. All mainline valves shall be manufactured by Leemco, Inc., U.S.A. 

LMV-FF (IPS & DPS) SERIES  
(FLANGE X FLANGE) 

MODEL # FLANGE FLANGE SHROUD 

LMV-11FF 2” 2” 4” IPS 

LMV-22FF 2.5” 2.5” 4” IPS 

LMV-33FF 3” 3” 6” IPS 

LMV-44FF 4” 4” 6” IPS 

LMV-66FF 6” 6” 6” IPS 

LMV-88FF 8” 8” 6” IPS 

LMV-1010FF 10” 10” 6” IPS 

LMV-1212FF 12” 12” 6” IPS

LMV-1414FF 14” 14” 6” IPS 

LMV-1616FF 16” 16” 6” IPS

LMV-1818FF 18” 18” 6” IPS 

LMV-2020FF 20” 20” 6” IPS

LMV-2424FF 24” 24” 6” IPS 

DLMV-FF (DIN) SERIES 
(FLANGE X FLANGE)  

MODEL # FLANGE FLANGE SHROUD 

DLMV-99FF 90MM 90MM 6” IPS 

DLMV-1111FF 110MM 110MM 6” IPS 

DLMV-1616FF 160MM 160MM 6” IPS 

DLMV-2020FF 200MM 200MM 6” IPS 

DLMV-2525FF 250MM 250MM 6” IPS 

DLMV-3232FF 315MM 315MM 6” IPS 

DLMV-4040FF 400MM 400MM 6” IPS 

DLMV-4545FF 450MM 450MM 6” IPS

250 PSI DUCTILE IRON BODY GATE VALVES   
•	 Bolted Bonnet
•	 Non-Rising Stem
•	 Resilient Wedge
•	 Flanges Conform with ANSI B16.1  
	 Class 125 (IPS & DPS)
•	 Conforms to AWWA C509 Standards
•	 10-Year Warranty
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Leemco, Inc.
360 S. Mount Vernon Ave.
Colton, CA  92324
Ph: (909) 422-0088 Fx: (909) 422-0086
leemco.com

LEEMCO HAS A LARGE VARIETY OF VALVE 
ACCESSORIES.

PLEASE VISIT OUR WEBSITE AT LEEMCO.COM

MATERIAL .........................................	 CLASS 350 DUCTILE IRON PER ASTM A536, GRADE 65-45-12, AWWA C515 
PRESSURE RATING ..........................	 250 PSI 
EPOXY COATING .............................	 AWWA C550, NSF 61 & CSA Z245.20-98, 12-14 MIL
WEDGE ..............................................	 DUCTILE IRON ASTM A536, EPDM RUBBER, ASTM D429  
GASKETS/O-RINGS ..........................	HIGH GRADE EPDM RUBBER     
INSTALLATION ..................................	PER IPS & DPS PIPE STANDARDS  

SPECIFICATION
All mainline valves shall be resilient wedge and conform to AWWA C515 standards. Material shall be ductile iron per 
ASTM A536, Grade 65-45-12. Epoxy coating on all interior and exterior surfaces shall be fusion bonded epoxy, 12-14 mil 
thickness. The epoxy coating shall pass 90-Day immersion tests per CSA Z245.20-98. Valves shall have a shroud around the 
2” operating nut to accept IPS PVC sleeve which provides dirt-free access to actuate the valve. All mainline valves shall be 
manufactured by Leemco, Inc., U.S.A.

250 PSI DUCTILE IRON BODY  
GATE VALVES  
•	 Bolted Bonnet
•	 Non-Rising Stem
•	 Resilient Wedge
•	 Conforms to AWWA C515 Standards
•	 Optional Round Wheel Handle
•	 10-Year Warranty

LMV-MM (IPS & DPS) SERIES  
(MJ X MJ)  

MODEL # MJ MJ SHROUD 

LMV-33MM 3” 3” 6” IPS 

LMV-44MM 4” 4” 6” IPS 

LMV-66MM 6” 6” 6” IPS 

LMV-88MM 8” 8” 6” IPS 

LMV-1010MM 10” 10” 6” IPS 

LMV-1212MM 12” 12” 6” IPS 

LMV-1414MM 14” 14” 6” IPS 

LMV-1616MM 16” 16” 6” IPS

LMV-1818MM 18” 18” 6” IPS

LMV-2020MM 20” 20” 6” IPS

LMV-2424MM 24” 24” 6” IPS

MAINLINE RESILIENT WEDGE GATE VALVES 
IPS PRODUCTS - LMV-SERIES  

MECHANICAL JOINT MAINLINE GATE VALVES 
FOR IPS & DPS PLASTIC PIPE 

SUBMITTAL SHEET
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Leemco, Inc.
360 S. Mount Vernon Ave.
Colton, CA  92324
Ph: (909) 422-0088 Fx: (909) 422-0086
leemco.com

LEEMCO HAS A LARGE VARIETY OF VALVE 
ACCESSORIES.

PLEASE VISIT OUR WEBSITE AT LEEMCO.COM

250 PSI DUCTILE IRON BODY  
GATE VALVES  
•	 FPT X FPT 
•	 Bolted Bonnet
•	 Non-Rising Stem 
•	 Resilient Wedge
•	 Conforms to AWWA C515 Standards
•	 10-Year Warranty

LMV-TT (IPS & DPS) SERIES  
(FPT X FPT)  

MODEL # FPT FPT 

LMV-11TT 2” 2”

LMV-22TT 2.5” 2.5”

LMV-33TT 3” 3” 

LMV-44TT 4” 4”

MATERIAL ..........................................	CLASS 350 DUCTILE IRON PER ASTM A536, GRADE 65-45-12, AWWA C515 
PRESSURE RATING ...........................	250 PSI 
EPOXY COATING ..............................	AWWA C550, NSF 61 & CSA Z245.20-98, 12-14 MIL
WEDGE ..............................................	 DUCTILE IRON ASTM A-536, EPDM RUBBER, ASTM D429  
GASKETS/O-RINGS ..........................	HIGH GRADE EPDM RUBBER     
INSTALLATION ..................................	PER IPS & DPS PIPE STANDARDS  

SPECIFICATION
All mainline valves shall be resilient wedge and conform to AWWA C515 standards. Material shall be ductile iron per 
ASTM A536, Grade 65-45-12. Epoxy coating on all interior and exterior surfaces shall be fusion bonded epoxy, 12-14 mil 
thickness. The epoxy coating shall pass 90-Day immersion tests per CSA Z245.20-98. Valves shall have a shroud around the 
2” operating nut to accept IPS PVC sleeve which provides dirt-free access to actuate the valve. All mainline valves shall be 
manufactured by Leemco, Inc., U.S.A.

THREADED MAINLINE GATE VALVES (FPT X FPT) 
FOR IPS & DPS PLASTIC PIPE 

MAINLINE RESILIENT WEDGE GATE VALVES 
IPS PRODUCTS - LMV-SERIES	

SUBMITTAL SHEET
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HDPE PRODUCTS 
IPS PRODUCTS	 	 	

•	 STAINLESS STEEL INTERNAL PIPE STIFFENERS
•	 LMV-XXBBHDSS SERIES RESILIENT WEDGE GATE VALVE KIT  
	 (FOR HDPE PIPE) 
•	 LMV-XXBBHDSSGR SERIES GRIP RING RESILIENT WEDGE GATE VALVE  
	 (FOR HDPE PIPE) 
•	 LMV-XXTT-HDPE SERIES RESILIENT WEDGE GATE VALVE 
	 (HDPE X HDPE)
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LMV-XXTT HDPE  
MAINLINE GATE VALVE

LMV-XXBBHDSS HDPE  
MAINLINE GATE VALVE KIT

MODEL # DESCRIPTION

LMV-11BBHDSSGR-13.5 2, Bell x Bell HDPE Grip Ring Valve, DR13.5

LMV-11BBHDSSGR-11 2, Bell x Bell HDPE Grip Ring Valve, DR11

LMV-33BBHDSSGR-13.5 3, Bell x Bell HDPE Grip Ring Valve, DR13.5

LMV-33BBHDSSGR-11 3, Bell x Bell HDPE Grip Ring Valve, DR11

LMV-44BBHDSSGR-13.5 4, Bell x Bell HDPE Grip Ring Valve, DR13.5

LMV-44BBHDSSGR-11 4, Bell x Bell HDPE Grip Ring Valve, DR11

LMV-66BBHDSSGR-13.5 6, Bell x Bell HDPE Grip Ring Valve, DR13.5

LMV-66BBHDSSGR-11 6, Bell x Bell HDPE Grip Ring Valve, DR11

LMV-88BBHDSSGR-13.5 8, Bell x Bell HDPE Grip Ring Valve, DR13.5

LMV-88BBHDSSGR-11 8, Bell x Bell HDPE Grip Ring Valve, DR11

(Continued)

HDPE PRODUCTS 
IPS PRODUCTS

MODEL # DESCRIPTION

LMV-1010BBHDSSGR-13.5 10, Bell x Bell HDPE Grip Ring Valve, DR13.5

LMV-1010BBHDSSGR-11 10, Bell x Bell HDPE Grip Ring Valve, DR11

LMV-1212BBHDSSGR-13.5 12, Bell x Bell HDPE Grip Ring Valve, DR13.5

LMV-1212BBHDSSGR-11 12, Bell x Bell HDPE Grip Ring Valve, DR11

MODEL # DESCRIPTION

LMV-11TT-HDPE 2, HDPE x HDPE Valve, Factory Installed HDPE Adapters

LMV-33TT-HDPE 3, HDPE x HDPE Valve, Factory Installed HDPE Adapters

LMV-44TT-HDPE 4, HDPE x HDPE Valve, Factory Installed HDPE Adapters

MODEL # DESCRIPTION

LMV-11BBHDSS-13.5 2, Bell x Bell HDPE Valve Kit, DR13.5

LMV-11BBHDSS-11 2, Bell x Bell HDPE Valve Kit, DR11

LMV-33BBHDSS-13.5 3, Bell x Bell HDPE Valve Kit, DR13.5

LMV-33BBHDSS-11 3, Bell x Bell HDPE Valve Kit, DR11

LMV-44BBHDSS-13.5 4, Bell x Bell HDPE Valve Kit, DR13.5

LMV-44BBHDSS-11 4, Bell x Bell HDPE Valve Kit, DR11

LMV-66BBHDSS-13.5 6, Bell x Bell HDPE Valve Kit, DR13.5

LMV-66BBHDSS-11 6, Bell x Bell HDPE Valve Kit, DR11

LMV-88BBHDSS-13.5 8, Bell x Bell HDPE Valve Kit, DR13.5

LMV-88BBHDSS-11 8, Bell x Bell HDPE Valve Kit, DR11

LMV-1010BBHDSS-13.5 10, Bell x Bell HDPE Valve Kit, DR13.5

LMV-1010BBHDSS-11 10, Bell x Bell HDPE Valve Kit, DR11

LMV-1212BBHDSS-13.5 12, Bell x Bell HDPE Valve Kit, DR13.5

LMV-1212BBHDSS-11 12, Bell x Bell HDPE Valve Kit, DR11

STAINLESS STEEL INTERNAL  
PIPE STIFFENERS 

LMV-XXBBHDSSGR  
HDPE GRIP RING  
MAINLINE GATE VALVE
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LMV-XXBBHDSSGR  
HDPE GRIP RING  
MAINLINE GATE VALVE

All LMV-xxBBHDSSGR valves include (2 each) internal pipe stiffeners, as 
shown above.

MODEL # DESCRIPTION

SSS-26-17 2 x 6 SS Pipe Stiffener IPS, DR17

SSS-26-13.5 2 x 6 SS Pipe Stiffener IPS, DR13.5

SSS-26-11 2 x 6 SS Pipe Stiffener IPS, DR11

SSS-36-17 3 x 6 SS Pipe Stiffener IPS, DR17

SSS-36-13.5 3 x 6 SS Pipe Stiffener IPS, DR13.5

SSS-36-11 3 x 6 SS Pipe Stiffener IPS, DR11

SSS-46-17 4 x 6 SS Pipe Stiffener IPS, DR17

SSS-46-13.5 4 x 6 SS Pipe Stiffener IPS, DR13.5

SSS-46-11 4 x 6 SS Pipe Stiffener IPS, DR11

SSS-66-17 6 x 6 SS Pipe Stiffener IPS, DR17

SSS-66-13.5 6 x 6 SS Pipe Stiffener IPS, DR13.5

SSS-66-11 6 x 6 SS Pipe Stiffener IPS, DR11

SSS-86-17 8 x 6 SS Pipe Stiffener IPS, DR17

SSS-86-13.5 8 x 6 SS Pipe Stiffener IPS, DR13.5

SSS-86-11 8 x 6 SS Pipe Stiffener IPS, DR11

SS-106-17 10 x 6 SS Pipe Stiffener IPS, DR17

SSS-106-13.5 10 x 6 SS Pipe Stiffener IPS, DR13.5

SSS-106-11 10 x 6 SS Pipe Stiffener IPS, DR11

SSS-126-17 12 x 6 SS Pipe Stiffener IPS, DR17

SSS-126-13.5 12 x 6 SS Pipe Stiffener IPS, DR13.5

SSS-126-11 12 x 6 SS Pipe Stiffener IPS, DR11

Mainline valve kit includes: Gate valve, double restraints and internal pipe 
stiffeners, as shown above.

All LMV-XXTT-HDPE valve ends include the factory installed 316 SS  
DR11 transition adapters as show above.
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Leemco, Inc.
360 S. Mount Vernon Ave.
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HDPE PRODUCTS 
IPS PRODUCTS - 304 STAINLESS STEEL PIPE STIFFENERS

•	 Easy to Install, Patent Pending Design
•	 No Wedges or Extra Pieces Needed
•	 Constructed of High Grade 304 Stainless Steel
•	 10-Year Standard Warranty

304 STAINLESS STEEL PIPE STIFFENERS 
HDPE IPS SDR17, SDR13.5  
& SDR11 PLASTIC PIPE

MATERIAL ..........................................	HIGH GRADE 304 STAINLESS STEEL 
INSTALLATION ..................................	PER HDPE IPS PIPE STANDARDS 

SPECIFICATION
All internal pipe stiffeners shall be constructed of high grade 304 stainless steel. Pipe stiffeners shall be one piece with  
self-adjusting design for secure connection to the inside of HDPE pipe. All internal pipe stiffeners shall be as manufactured 
by Leemco, Inc., U.S.A.

304 STAINLESS STEEL INTERNAL PIPE STIFFENER 
(FOR HDPE IPS SDR17, SDR13.5 & SDR11 PLASTIC PIPE)

MODEL # SIZE LENGTH DESCRIPTION 

SSS-26-17 2” 6” 2 x 6 SS Pipe Stiffener IPS, DR17

SSS-26-13.5 2” 6” 2 x 6 SS Pipe Stiffener IPS, DR13.5

SSS-26-11 2” 6” 2 x 6 SS Pipe Stiffener IPS, DR11 

SSS-36-17 3” 6” 3 x 6 SS Pipe Stiffener IPS, DR17

SSS-36-13.5 3” 6” 3 x 6 SS Pipe Stiffener IPS, DR13.5

SSS-36-11 3” 6” 3 x 6 SS Pipe Stiffener IPS, DR13.5

SSS-46-17 4” 6” 4 x 6 SS Pipe Stiffener IPS, DR17 

SSS-46-13.5 4” 6” 4 x 6 SS Pipe Stiffener IPS, DR13.5

SSS-46-11 4” 6” 4 x 6 SS Pipe Stiffener IPS, DR11

SSS-66-17 6” 6” 6 x 6 SS Pipe Stiffener IPS, DR17

SSS-66-13.5 6” 6” 6 x 6 SS Pipe Stiffener IPS, DR13.5

SSS-66-11 6” 6” 6 x 6 SS Pipe Stiffener IPS, DR11

SSS-86-17 8” 6” 8 x 6 SS Pipe Stiffener IPS, DR17

SSS-86-13.5 8” 6” 8 x 6 SS Pipe Stiffener IPS, DR13.5

SSS-86-11 8” 6” 8 x 6 SS Pipe Stiffener IPS, DR11

SSS-106-17 10” 6” 10 x 6 SS Pipe Stiffener IPS, DR17

SSS-106-13.5 10” 6” 10 x 6 SS Pipe Stiffener IPS, DR13.5

SSS-106-11 10” 6” 10 x 6 SS Pipe Stiffener IPS, DR11

SSS-126-17 12” 6” 12 x 6 SS Pipe Stiffener IPS, DR17

SSS-126-13.5 12” 6” 12 x 6 SS Pipe Stiffener IPS, DR13.5

SSS-126-11 12” 6” 12 x 6 SS Pipe Stiffener IPS, DR11

LEEMCO HAS A LARGE VARIETY OF HDPE 
ACCESSORIES.

PLEASE VISIT OUR WEBSITE AT LEEMCO.COM

SUBMITTAL SHEET
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HDPE PRODUCTS 
IPS PRODUCTS - LMV-BBHDSS-SERIES	 	

CLASS 350 DUCTILE IRON BODY GATE VALVES  
•	 Bolted Bonnet
•	 Non-Rising Stem
•	 Resilient Wedge
•	 Conforms to AWWA C509 Standards
•	 10-Year Warranty
•	 Includes Double C-Clamps and Pipe Stiffeners (pictured left)

Valve kit includes double C-Clamps, hardware and pipe stiffeners  
NOTE: HDPE Pipe is not included

LEEMCO HAS A LARGE VARIETY OF VALVE 
ACCESSORIES.

PLEASE VISIT OUR WEBSITE AT LEEMCO.COM

MATERIAL ..........................................	CLASS 350 DUCTILE IRON PER ASTM A536, GRADE 65-45-12, AWWA C-509 
PRESSURE RATING ...........................	250 PSI 
EPOXY COATING ..............................	ANSI/AWWA C116/A21.16-09, NSF 61 & CSA Z245.20-98, 12-14 MIL
GASKETS/O-RINGS ...........................	HIGH GRADE EPDM RUBBER ANSI/AWWA C111/A21.11  
PIPE STIFFENERS ..............................	HIGH GRADE 304 STAINLESS STEEL   
INSTALLATION ..................................	PER IPS HDPE PLASTIC PIPE STANDARDS 

SPECIFICATION
All mainline valves shall be resilient wedge and conform to AWWA C509 standards. Material shall be ductile iron per ASTM A536, 
Grade 65-45-12. Epoxy coating on all interior and exterior surfaces shall be fusion bonded epoxy, 12-14 mil thickness. The epoxy 
coating shall pass 90-Day immersion tests per CSA Z245.20-98. Valves shall have a shroud around the 2” operating nut to accept 
IPS PVC sleeve which provides dirt-free access to actuate the valve. Pipe stiffeners are constructed of 304 stainless steel. All 
mainline valves shall be manufactured by Leemco, Inc., U.S.A. 

RESILIENT WEDGE MAINLINE GATE VALVES 
FOR IPS HDPE PLASTIC PIPE 

SUBMITTAL SHEET
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LMV-BBHDSS (IPS) SERIES (BELL X BELL) 

MODEL # BELL BELL SHROUD DESCRIPTION 

LMV-11BBHDSS-13.5 2” 2” 4” IPS 2 x 2 Bell x Bell, includes double C-Clamps, pipe stiffeners, DR13.5 

LMV-11BBHDSS-11 2” 2” 6” IPS 2 x 2 Bell x Bell, includes double C-Clamps, pipe stiffeners, DR11

LMV-33BBHDSS-13.5 3” 3” 6” IPS 3 x 3 Bell x Bell, includes double C-Clamps, pipe stiffeners, DR13.5

LMV-33BBHDSS-11 3” 3” 6” IPS 3 x 3 Bell x Bell, includes double C-Clamps, pipe stiffeners, DR11

LMV-44BBHDSS-13.5 4” 4” 6” IPS 4 x 4 Bell x Bell, includes double C-Clamps, pipe stiffeners, DR13.5

LMV-44BBHDSS-11 4” 4” 6” IPS 4 x 4 Bell x Bell, includes double C-Clamps, pipe stiffeners, DR11

LMV-66BBHDSS-13.5 6” 6” 6” IPS 6 x 6 Bell x Bell, includes double C-Clamps, pipe stiffeners, DR13.5

LMV-66BBHDSS-11 6” 6” 6” IPS 6 x 6 Bell x Bell, includes double C-Clamps, pipe stiffeners, DR11

LMV-88BBHDSS-13.5 8” 8” 6” IPS 8 x 8 Bell x Bell, includes double C-Clamps, pipe stiffeners, DR13.5

LMV-88BBHDSS-11 8” 8” 6” IPS 8 x 8 Bell x Bell, includes double C-Clamps, pipe stiffeners, DR11

LMV-1010BBHDSS-13.5 10” 10” 6” IPS 10 x 10 Bell x Bell, includes double C-Clamps, pipe stiffeners, DR13.5

LMV-1010BBHDSS-11 10” 10” 6” IPS 10 x 10 Bell x Bell, includes double C-Clamps, pipe stiffeners, DR11

LMV-1212BBHDSS-13.5 12” 12” 6” IPS 12 x 12 Bell x Bell, includes double C-Clamps, pipe stiffeners, DR13.5

LMV-1212BBHDSS-11 12” 12” 6” IPS 12 x 12 Bell x Bell, includes double C-Clamps, pipe stiffeners, DR11
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HDPE PRODUCTS 
IPS PRODUCTS - LMV-SERIES  

LEEMCO HAS A LARGE VARIETY OF HDPE 
ACCESSORIES.

PLEASE VISIT OUR WEBSITE AT LEEMCO.COM

SUBMITTAL SHEET
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250 PSI DUCTILE IRON BODY GATE VALVES  
•	 Bolted Bonnet	 • Conforms to AWWA C509 Standards
•	 Non-Rising Stem	 • Built-in joint grip ring
•	 Resilient Wedge	 • 10-Year Warranty

IMPORTANT
All LMV-BBHDSSGR Series valves include (2 each) stainless steel internal pipe stiffeners.

MAINLINE GATE VALVES 
FOR IPS HDPE PIPE LMV-BBHDSSGR (IPS) SERIES (BELL X BELL) 

MODEL # BELL BELL SHROUD DESCRIPTION 

LMV-11BBHDSSGR-11 2” 2” 4” IPS 2 x 2 Bell x Bell, grip rings and DR11 pipe stiffeners

LMV-11BBHDSSGR-13.5 2” 2” 4” IPS 2 x 2 Bell x Bell, grip rings and DR13.5 pipe stiffeners 

LMV-33BBHDSSGR-11  3” 3” 6” IPS 3 x 3 Bell x Bell, grip rings and DR11 pipe stiffeners 

LMV-33BBHDSSGR-13.5 3” 3” 6” IPS 3 x 3 Bell x Bell, grip rings and DR13.5 pipe stiffeners 

LMV-44BBHDSSGR-11 4” 4” 6” IPS 4 x 4 Bell x Bell, grip rings and DR11 pipe stiffeners

LMV-44BBHDSSGR-13.5 4” 4” 6” IPS 4 x 4 Bell x Bell, grip rings and DR13.5 pipe stiffeners

LMV-66BBHDSSGR-11 6” 6” 6” IPS 6 x 6 Bell x Bell, grip rings and DR11 pipe stiffeners

LMV-66BBHDSSGR-13.5 6” 6” 6” IPS 6 x 6 Bell x Bell, grip rings and DR13.5 pipe stiffeners

LMV-88BBHDSSGR-11 8” 8” 6” IPS 8 x 8 Bell x Bell, grip rings and DR11 pipe stiffeners

LMV-88BBHDSSGR-13.5 8” 8” 6” IPS 8 x 8 Bell x Bell, grip rings and DR13.5 pipe stiffeners

LMV-1010BBHDSSGR-11 10” 10” 6” IPS 10 x 10 Bell x Bell, grip rings and DR11 pipe stiffeners

LMV-1010BBHDSSGR-13.5 10” 10” 6” IPS 10 x 10 Bell x Bell, grip rings and DR13.5 pipe stiffeners

LMV-1212BBHDSSGR-11 12” 12” 6” IPS 12 x 12 Bell x Bell, grip rings and DR11 pipe stiffeners

LMV-1212BBHDSSGR-13.5 12” 12” 6” IPS 12 x 12 Bell x Bell, grip rings and DR13.5 pipe stiffeners

MATERIAL ..........................................	CLASS 350 DUCTILE IRON PER ASTM A536, GRADE 65-45-12, AWWA C509 
PRESSURE RATING ..........................	 250 PSI 
EPOXY COATING .............................	 ANSI/AWWA C116/A21.16-09, NSF 61 & CSA Z245.20-98, 12-14 MIL
RESTRAINT HARDWARE ................. 304 STAINLESS STEEL, OPTIONAL 316 STAINLESS STEEL  
GASKETS ...........................................	 HIGH GRADE EPDM RUBBER ANSI/AWWA C111/A21.11, RIB-ENFORCED DESIGN     
INSTALLATION ..................................	PER IPS PIPE STANDARDS  

SPECIFICATION
All mainline valves shall be resilient wedge and conform to AWWA C153 standards. Material shall be ductile iron per ASTM 
A536, Grade 65-45-12. Epoxy coating on all interior and exterior surfaces shall be fusion bonded epoxy, 12-14 mil thickness. 
The epoxy coating shall pass 90-Day immersion tests per CSA Z245.20-98. Two each stainless steel internal pipe stiffeners 
are included with each valve purchase and are required to be installed into the HDPE pipe before valve installation. Failure 
to do so will void the Leemco valve warranty. Gate valves shall be push-on bell x bell type with built-in joint restraint grip 
ring that mechanically connects to the plastic HDPE pipe. All mainline valves shall be manufactured by Leemco, Inc., U.S.A.



LMV-TT-HDPE (IPS) SERIES - HDPE X HDPE 

MODEL # END END SHROUD DESCRIPTION 

LMV-11TT-HDPE 2” 2” 4” IPS 2 x 2 HDPE x HDPE, DR11 (factory installed adapters) 

LMV-33TT-HDPE 3” 3” 4” IPS 3 x 3 HDPE x HDPE, DR11 (factory installed adapters)

LMV-44TT-HDPE 4” 4” 4” IPS 4 x 4 HDPE x HDPE, DR11 (factory installed adapters)
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HDPE PRODUCTS 
IPS PRODUCTS - LMV-TT-HDPE-SERIES

MAINLINE GATE VALVES (HDPE X HDPE) 
FOR IPS HDPE PLASTIC PIPE

LEEMCO HAS A LARGE VARIETY OF HDPE 
ACCESSORIES.

PLEASE VISIT OUR WEBSITE AT LEEMCO.COM

SUBMITTAL SHEET

250 PSI DUCTILE IRON BODY GATE VALVES  
•	 HDPE X HDPE
•	 Bolted Bonnet 
•	 Non-Rising Stem  
•	 Resilient Wedge
•	 Conforms to AWWA C509 Standards
•	 10-Year Warranty

MATERIAL .........................................	 CLASS 350 DUCTILE IRON PER ASTM A536, GRADE 65-45-12, AWWA C515 
PRESSURE RATING ..........................	 250 PSI 
EPOXY COATING .............................	 AWWA C550, NSF 61 & CSA Z245.20-98, 12-14 MIL
WEDGE ..............................................	 DUCTILE IRON ASTM A536, EPDM RUBBER, ASTM D429  
ADAPTER ..........................................	 316 STAINLESS STEEL, HDPE PE 4710    
INSTALLATION ..................................	PER IPS HDPE PIPE STANDARDS

SPECIFICATION
All mainline valves shall be resilient wedge and conform to AWWA C515 standards. Material shall be ductile iron per 
ASTM A536, Grade 65-45-12. Epoxy coating on all interior and exterior surfaces shall be fusion bonded epoxy, 12-14 mil 
thickness. The epoxy coating shall pass 90-Day immersion tests per CSA Z245.20-98. Valves shall have a shroud around the 
2” operating nut to accept IPS PVC sleeve which provides dirt-free access to actuate the valve. All mainline valves shall be 
manufactured by Leemco, Inc., U.S.A.
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